LED PANEL AYDINLATMA
GAlA LED PANEL LIGHTING

GAIA, mikemmel govde tasanimi, plriissiiz
bitislere sahip govdesi ve kamasma kontroli
sadlayan opal difiizoriinden yayilan homojen 1sigi
ile ofis, hastane, okul ve perakende alanlarin aydin-
latiimasi icin idealdir. Farkl giig ve olgilerde Uretil-
mek ile birlikte farkli tavan yapilarina uygun olarak
da uretilebilmektedir.

GAIA is perfect for lighting office, hospital, school
and retail areas with its perfect body design,
smooth body finish and homogeneous light emit-
ted from opal diffuser providing glare control. It
can be produced in different wattage and sizes,
but can also be produced in accordance with
different ceiling structures.

GOVDE MATERYALI | Metal Sac
BODY MATERIAL | Metal Sheet

GOVDE RENGI | Beyaz
BODY COLOR | White

OPTIK | Difuzér
OPTIC Diffuser

IP KODU | 1P20
IP CODE | IP20

GIRIS GERILIMI (V) | 220V AC
INPUT VOLTAGE | 220V AC

GUC FAKTORU (Cos @) | >0,90
POWER FACTOR (Cos @) >0,90

RENKSEL GERI VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) | >80

112

URUN KODU
PRODUCT CODE

35010100203

MONTAJ TiPi
MOUNTING TYPE

ALCI TAVAN (60x60)
PLASTER CEILING (60x60)

TUKETIM GUCU (W)
CONSUMPTION POWER (W)

28

ARMATUR LUMENI (Im)
FIXTURE LUMEN (Im)

3578

VERIMLILIK (Im/W)
EFFICIENCY (Im/W)

127,79

35010100703

TAS YUNU TAVAN (60x60)
T TYPE CEILING (60x60)

28

3578

127,79

35010100503

SIVA USTU MONTAJ(60x60)
SURFACE MOINTING (60x60)

28

3578

127,79

35010100903

CLIP-IN TAVAN (60x60)
CLIP-IN CEILING (60x60)

28

3578

127,79
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* Opsiyonel renk sicakliklari igin satis sorumlusuna daniginiz.

* Gaia Grlinler 30x30 cm - 30x60 cm - 60x60 cm - 60x120 cm élciilerinde retilebilmektedir.




