SMD LED DOWLIGHT

SEDEF SMD LED DOWLIGHT

SEDEF armatiiriin teknik yapisi tasarimcinin hem
1sik kaynagi Uzerindeki kontroliini artinr hem de
yekpare alliminyum gdvde ile hirlikte Isinan
armatir Uzerindeki dagiim hacmini genigleterek
daha efektif bir 1s1 yonetimi saglar. Yiksek IP'lidir.
Hem ic hem dig ortamlarda kullanima elverislidir.

The technical structure of SEDEF luminaire not
only increases the designer's control over the light
source, but also increases the dispersion volume
on the heated luminaire together with the mono-
lithic aluminum body, providing more effective
heat management. It has high IP levels and suita-
ble for both indoor and outdoor use.

URUN KODU TUKETIM GUCU (W) ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
PRODUCT CODE CONSUMPTION POWER (W) FIXTURE LUMEN (Im) EFFICIENCY (Im/W) COLOR TEMPERATURE(®K)

350102 01302 12 104 92 4000

40mm_— ]

GOVDE MATERYALI Aliminyum
BODY MATERIAL | Aluminium
GOVDE RENGI | Beyaz
BODY COLOR | White
OPTIK | Difiizor KESIM OLGUSU
OPTIC Diffuser
[P KODU | IP65
IP CODE | IP65
GiRiS GERILIMI (V) | 220V AC
INPUT VOLTAGE | 220V AC CoRLD TN f f
GUG FAKTORU (Cos @) | >0,90
POWER FACTOR (COS E) >O,90 =°B";§Y=§;fé§=g§;§€;m ] : | !
RENKSEL GER' VERlM (CRI) >80 * Opsiyonel renk sicakliklari igin satig sorumlusuna daniginiz
COLOR RENDERING INDEX (CRI) | >80 R . '




