AYARLANABILIR LED DOWNLIGHT
LARIMAR | apsusraste Leo pownLighT

LARIMAR yuvarlak dizayn edilmis oynar basli
aliiminyum enjeksiyon bir SMD LED downlight'tir.
Dusuk watt'ta yiksek limen giicu ile her mekanda
ferah bir aydinlatma ortami saglamaktadir. LED ile
driver arasinda birbirine gegmeli kablolar kolay
montaja olanak verir. 4 farkli modeli sayesinde her
mekana uygun olgilere sahip olmasi ile bir avantaj
saglamaktadir.

LARIMAR is an adjustable circular shaped alumini-
um injection SMD LED downlight. Due to high
lumen power at lower watt, it creates spacious
ambiance. Intertwined cables between LED and
driver provide easy installation. LARIMAR has four
different model sizes that allows proper dimen-
sions for various applications.

|i URUN KODU TUKETIM GUCU (W) | ARMATUR LUMENI (Im) | VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
|; PRODUCT CODE CONSUMPTION POWER (W) | FIXTURE LUMEN (Im) EFFICIENCY (Im/W) COLOR TEMPERATURE(®K)
! 47010100294 750

47010100366

47010100367

47010100368

47010100294 | 47010100366 | 47010100367 | 47010100368

GOVDE MATERYALI | Aliminyum
BODY MATERIAL | Aluminium

GOVDE RENGI | RAL 9005/9009/9016
BODY COLOR | RAL 9005/3009/9016

OPTIK | Difuzér
OPTIC Diffuser

IP KODU | IP20/IP44
IP CODE | 1P20/IP44

GIRIS GERILIMI (V) | 220V AC
INPUT VOLTAGE 220V AC

GUC FAKTORU (Cos @) | >0,95

KESIM OLGUSU

- (oo ¥ 4
DIMMABLE LSAAT/HOUR 3 SAAT/HOURS

POWER FACTOR (Cos 2) >0,95 ° 47010

D (mm)
00294 60
. . 4701 01 00366
RENKSEL GERI VERIM (CRI) | >80 S — I 4701 01 00367
psiyonel renk sicakliklari igin satig sorumlusuna daniginiz.

COLOR RENDERING INDEX(CRI) >80 470101 00368
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