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A Grup, 45 yildir 5 kitaya ihracat yapan, Amerika Birlesik Devletleri ve
Romanya’da iiretim Uslerine sahip, %100 yerli sermaye ile Tiirkiye ve
dinyanin lider otomotiv, beyaz esya, savunma, makine, insaat,
mimarlik, elektrik ve aydinlatma markalan ile uzun yillardir ¢alisma-
lanni sirdiren kokli sirketler grubudur. Akim Metal, Curent Metal, A
Group USA, Akplas, Aksem ve YMB grup sirketleri ile global arenada
adindan gokca soz ettirmektedir.

YMB catisi altinda yer alan ve aydinlatma sektoriinde faaliyetlerini
surdiren FERMADA LED Aydinlatma, uluslararasi alanda bircok
onemli projelere imzalar atmaktadir. Paris Louvre Miizesi'nin yani sira
Istanbul Yeni Havalimani, Varyap Meridian Bloklar, Star of Bosphorus
Data Center gibi projeler referans projelerimizden sadece birkag
tanesidir. Tasarnimdan dretime kadar her asamayi kendi biinyesinde
gerceklestirebilme kabiliyetinden dolayr aydinlatma alaninda ihtiyag
duyulabilecek tim {rin cesitlerini tretmeye elverigli teknolojik
altyapiya sahiptir. Uretilen Urlinler uluslararasi standart sertifikalari ile
kalitesini kanitlamaktadir.

Glintimlizde aydinlatma ihtiyaci enerji tiiketiminin ortalama %20'sini
olusturdugundan FERMADA olarak, en degerli kaynak olan dogal
kaynaklanmizi dnemsiyor, en verimli sekilde kullanabilmek igin gerekli
tlim teknolojik atilimlar gerceklestirerek katma deder yaratmay
hedefliyoruz.

A Group Is a well-established group of companies that exports to 5
continents for 45 years. The group has production facilities in the USA
and Romania, and has been working for many years with Turkey's and
world's leading Automotive, Home Appliance, Defense Industry,
Machinery, Construction, Architecture, Electrical and Lighting brands
with %100 domestic capital. Akim Metal, Curent Metal, A Group
USA, Akplas, Aksem and YMB are group companies that widely
mentioned in global market.

FERMADA LED lighting, which is located under the roof of YMB
company, continues its activities in lighting sector, and has been
signing many important projects in the intemational markets. New
Istanbul Airport, Varyap Meridian Blocks, Star of Bosporus Data
Center as well as the Louvre Museum in Paris are just a few of our
reference projects. The cutting edge technological infrastructure to
praduce all product types in lighting allows it to produce all within
starting from design to production. The manufactured products prove
their quality with obtained Intemational Standard Certificates.

Since the need of lighting constitutes 20% of energy consumption ,
‘Fermada’ cares about our most valuable natural resources and aims
to take all necessary technological actions to use them in the most
efficient and sustainable way.
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BAHCE AYDINLATMASI / LANDSCAPE LIGHTING
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GA'A LED PANEL AYDINLATMA
LED PANEL LIGHTING

GAIA, mikemmel govde tasarimi, plrissiiz
bitislere sahip gévdesi ve kamasma kontroli
saglayan opal diftizériinden yayilan homojen 1191
ile ofis, hastane, okul ve perakende alanlarin aydin-
latilmasi icin idealdir. Farkli giic ve olglilerde dretil-
mek ile birlikte farkli tavan yapilarina uygun olarak
da dretilebilmektedir.

GAIA is perfect for lighting office, hospital, school
and retail areas with its perfect body design,
smooth body finish and homogeneous light emit-
ted from opal diffuser providing glare control. It
can be produced in different wattage and sizes,
but can also be produced in accordance with
different ceiling structures.

URUN KODU MONTAJ TIPI TUKETIM GUCU (W) ARMATUR LUMENI (Im)  VERIMLILIK (Im/W) RENK SICAKLIGI (°K)

PRODLICT CODE MOUNTING TYPE CONSUMPTION POWER (W0|  FIXTURE LUMEN (Im) EFFICIENCY (Im/W) | COLORTEN

RATURE(®K

ALCI TAVAN (60x60)

GOVDE MATERYALI | Metal Sac
BODY MATERIAL | Metal Sheet

GOVDE RENGI | Beyaz
BODY COLOR | White

0PT|K Diftzor . 595 mm
OPTIC Diffuser

IP KODU | IP40
IP CODE | IP40 P

GIRIS GERILIMi (v) | 220V AC )
INPUT VOLTAGE | 220V AC hxths G o) /-\
—— " DIMMABLE
GUC FAKTORU (Cos @) | >0,90
POWER FACTOR (Cos @) | >0,90

RENKSEL GERI VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) >80

* Gaia Urunler 300x300 mm - 300x600 mm - 600x600 mm - 600x1200 mm clculerinde uretilebiimektedir




GAIA STERIL

GAIA STERIL, LED kaynagindan cikan isik ozel
yapim temperli camdan gecerek, ortami son
derece soft ve homojen aydinlatir. Yiksek koruma
sinifina sahip bu armatiirler, hijyenin 6nemli oldugu
alanlarda kullanima uygun o6zelliklerde tretilmekte-
dir. Seffaf veya buzlu cam secenekleri vardir.
Istenen giig ve ebatlarda iiretilebilmektedir.

GAIA  STERIL illuminates the environment
extremely homogeneous by light coming from the
LED source passes through the specially made
tempered glass. These luminaires are with high
protection class and are produced with features
suitable for use in areas where hygiene is impor-
tant. Transparent or frosted glass options are
available. It can be produced in desired power and
dimensions.

GOVDE MATERYALI | Metal Sac
BODY MATERIAL | Metal Sheet

GOVDE RENGI | Beyaz
BODY COLOR White

OPTIK | Diftizor
OPTIC Diffuser

IP KODU | IP65
IP CODE | IP65

GIRIS GERILIMI (V) | 220V AC
INPUT VOLTAGE | 220V AC

GUG FAKTORU (Cos @) | >0,90

POWER FACTOR (Cos @) | >0,90
RENKSEL GERIi VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) | >80
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STERIL ALAN LED ARMATUR
STERILE FIELD LED LUMINARE

550 mm
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~/ DIMMABLE

lusuna daniginiz. r 0 mm 0 m 0 mm olcilerinde uretilebilmektedir



LED PANEL ARMATURLERI

GA'A S OUAR E LED PANEL LIGHTING

GAIA SQUARE, mikemmel govde tasarmi,
plrlizsiiz bitiglere sahip gdvdesi ve kamasma
kontroll saglayan opal diflizérinden yayilan homo-
jen 1s1gi ile ofis, hastane, okul ve perakende
alanlarin aydinlatiimasi igin idealdir. Farkli guc ve
dlciilerde tretilmesi ile birlikte farkli tavan yapilari-
na uygun olarak da Uretilebilmektedir.

GAIA SQUARE, perfect lighting office, hospital,
school and retail areas with its perfect body
design, smooth body finish and homogeneous
light emitted from opal diffuser providing glare
control. It can be produced in diffirent wattage and
sizes, but can also be produced in accordance
with different ceiling structures.

URUN KODU TUKETIM GUCU (W ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)

PRODUCT CODE CONSUMPTION POWER (W) FIXTURE LUMEN (irm) EFFICIENCY (Im/W) COLOR TEMPERATURE(®K)

595 mm

GOVDE MATERYALI | Sac Gévde, Aliiminyum Cergeve - w111 mm

BODY MATERIAL Skin Casing, Aluminium Frame

GOVDE RENGI | Beyaz
BODY COLOR White

OPTIK | Opal
QPTIC Opal
IP KODU | IP40
|P CODE IP40
GIRIS GERILIMI (V) | 220-240V AC
INPUT VOLTAGE | 220-240V AC AL e\ |+H+}
GUC FAKTORU (Cos @) | >0,90/>0,98
POWER FACTOR (C ) !

RENKSEL GERI VERIM (CRI)
COLOR RENDERING INDEX (CRI)

* Opsiyonel renk




LED PANEL - ENDIREK AYDINLATMA
GAlA EN DlR EKT LED PANEL - INDIRECT LIGHTING

GAIA ENDIREKT ARMATUR, miikemmel gévde
tasanimi, plrlzsiiz bitiglere sahip govdesi ve
kamasma kontrolli saglayan opal difiizériinden
yayllan homojen 1511 ile ofis, hastane, okul ve
perakende alanlarin aydinlatiimasi icin idealdir.
Farkli glic ve élclilerde iretilmesi ile birlikte farkli
tavan yapilarina uygun olarak da tretilebilmektedir.

GAIA INDIRECT LUMINAIRE, perfect lighting
office, hospital, school and retail areas with its
perfect body design, smooth body finish and
homogeneous light emitted from opal diffuser
providing glare control. It can be produced in
diffirent wattage and sizes, but can also be
produced in accordance with different ceiling
structures

GOVDE MATERYAL
BODY MATERIAL

GOVDE RENGI
BODY COLOR

OPTIK
OPTIC

IP KODU

IP CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUC FAKTORU (Cos @)
POWER FACTOR (Cos @)

RENKSEL GERI VERIM (CRI)
COLOR RENDERING INDEX (CRI)

DKP Sac Gévde

DKP Metal Sheet

Beyaz Ral 9003
White Ral 3003
120D

120D

IP40

IP40

220-240V AC
220V AC

>0,90
>0,90

>80
>80

ARMATUR LOMENI (Im) VERIMLILIK (Im/W) RENK SICAKL

596 mm 80 mm

- -

( oFr \| /uh

/ DIMMABLE



TOPAZ REFLECTION, beyaz tasarimli reflektorl
sayesinde kamasma yapmaz. Tavandan mekana
stiziilen 151k etkisi yaratir. Ust seviye gorsel konfor
ihtiyacinin oldugu projeler icin idealdir.

TOPAZ REFLECTION doesn't make any glare
because of the white colored reflector design. It
creates a lighting effect that floats from the ceiling
to the below areas. TOPAZ REFLECTION is ideal for
projects that requires high level visual projects.

| COB LED DOWNLIGHT

TO PAZ REFLECT' ON [ COB LED DOWNLIGHT

W)  ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (

@ 145 mm

0130 mm

GOVDE MATERYALI
BODY MATERIAL

GOVDE RENGI
BODY COLOR

OPTIK

OPTIC

IP KODU

IP CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUC FAKTORU (Cos 9)

POWER FACTOR (Cos @)

;Z'r;_ NKSEL GERI VERIM (CRI)

REOLOR RENDERING INDEX (CRI)
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Aliminyum
Aluminium
Gri

Grey

Lens

IP20/1P40

IPZ0/1P40
220V AC
220V AC
>0,90/0,95
~0,90/0,95
>80

B0



AQUAMARINE, yuvarlak dizayn edilmig, kademeli,
oynar basli aliminyum enjeksiyon bir COB LED
downlight' tir.Yuksek tavanlarda ve dzellikle aydin-
latilmasini istedigimiz nokta yerlerin aydinlatil-
masinda ideal bir Grindur. Acili reflektér zemini
daha iyi aydinlatir.

AQUAMARINE s an adjustable circular shaped
and recessed aluminium injection COB LED down-
light. It is predominantly used for high ceilings and
spots needed to be illuminated. The angular reflec-
tor helps brighten the floor.

GOVDE MATERYALI
BODY MATERIAL

GOVDE RENGI

BODY COLOR

OPTIK

OPTIC

IP KODU

IP CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUG FAKTORU (Cos 2)

POWER FACTOR (Cos 8)

RENKSEL GERI VERIM (CRI)

COLOR RENDERING INDEX (CRI)

AYARLANABILIR LED DOWNLIGHT

A O. U A M A R | N E ADJUSTABLE LED DOWNLIGHT

Aliminyum

Aluminium

RAL 9005/9009/9016

RAL 9005/9009/9016

Reflektor+Temperli Cam

Reflector+ Tempered Glass

IP40/1P44

IP40/1P44
220V AC
220V AC

>0,90/0,95

>0,90/0,95

>80

-80

URON KODU ARMATUR LUMENI (Im)

RE LUMEN (Im)

CAKLIGI (°K)




EPIDOT yuvarlak aliiminyum enjeksiyon bir COB
LED downlight' tir. Yilksek tavanlarda ve ozellikle
aydinlatilimasini istedigimiz nokta yerlerin aydin-
latimasinda ideal bir triindir. Reflektriintin acili
olmasi zeminin daha lyi aydinlatiimasini saglar.

EPIDOT is a circular aluminium injection COB LED
downlight. It is predominantly used for high
ceilngs and spots needed to be illuminated. The

angular reflector helps brighten the floor.

| COB LED DOWNLIGHT

EPl D OT | COB LED DOWNLIGHT

URUN KODU TUKETIM GUCU (W) ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)

PRODUCT CODE CONSUMPTION POWER (W)

q

r.. OFF @I\\, ,-/Dh + +
\, r) DIMMABLE Lstaurour Jf |3 saarmours

FIXTURE LUMEN (Im)

EFFICIENCY (Im/W) COLOR TEMPERATURE(CK)
1o
10

1o

D [mmj B {mm]
55 97
I
147

192

GOVDE.MATERYALI
BOOY MATERIAL

GOVDE RENGI
BODY COLOR

OPTIK
oPTIC

IP KoDU

IREEI D

GIRIS GERILIMI (V)
INPUT VOLTA GE

GUC FAKTORU (Cos @)

POWER EACTOR tood B

RENKSEL GERI VERIM (CRI)
COLOR RENDERING INDEX (A1

Al

Aliminyum
Aluminium

RAL 9005/9009/9016

HANEA0S/ 200979016

Reflektor + Temperli Cam

netlselor+ lempered blas

|P40/1P44

1 0/1P44

220V AC

>0,90/0,95

>80



PERIDOT yuvarlak sekilli, celik olarak dretilmig ve
GU10 soketli + COB LED downlighttir. Distk
watt' ta yuksek limen giicti ile her mekanda ferah
ve sik bir aydinlatma ortami saglamaktadir. Ozel
dekorasyon arayan mimarlar igin igin mikemmel
bir downlight'tir.

PERIDOT is a circular steel spot LED bulb which
has GU10 4+ COB LED downlight. Due to high
lumen power at lower watt, It creates an elegant
atmosphere almost every space. PERIDOT is an
excellent downlight for architectures who look for

custom interior design.

GOVDE MATERYALI
BODY MATERIAL

GOVDE RENGI
BODY COLOR

OPTIK
OPTIC

IP KODU

IP CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUC FAKTORU (Cos 9)
POWER FACTOR (Cos @)

RENKSEL GERIi VERIM (CRI)
COLOR RENDERING INDEX (CRI)

GU10 + COB LED DOWNLIGHT

PERlDOT GU10 + COB LED DOWNLIGHT

Celik

Steel

Beyaz/Siyah/Gri

White/Black/Grey

60D
600

IP20/1P40
IP20/IP40
220-240V AC
220-240V AC

>0,90/0,95
>0,90/0,95

>80
>80

W)

290 mm

FF @'1 [ oaov
I.\.-- J

" DIMMABLE

<lari icin-sat

FIX

@ 77,2 mm

D90 mm

ARMATUR LUMEN

I (Im) VERIMLILIK (Im/W)

12 80 mm

@ (mm)

K {mm)

RENK SICAKLIGI (°

D {mm]




COB LED DOWNLIGHT

TO PAZ Zl PPY COB LED DOWNLIGHT

TOPAZ ZIPPY armatiirler hareketli yapisi ve derinde
konumlanmis 1sik kaynagi ile kamasma yaratmaz.
Genel aydinlatma teknigi gerektiren tiim alanlarda
etkili ve enerji tasarruflu aydinlatma saglar.

TOPAZ ZIPPY has adjustable body. It doesn't make
any glare because of deeply located light. It
provides effective and energy saving lighting
source in all areas requiring general lighting tech-
nique.

(W) VERIM

120 mm

1350 mm

)

fd
) [
=
L

GOVDE MATERYALI | Aliminyum
BODY MATERIAL Aluminium

GOVDE RENGI | Gri

BODY COLOR | Grey
OPTIK | Lens

OPTIC Lens

IP KODU | 1P20/IP40
IP CODE | IP20/1P40

GIRIS GERILIMI (V) | 220V AC

130 mm

1080 mm =

INPUT VOLTAGE | 220V AC . e v Q| / 010y
ii i L 4, ~/ DIMMABLE U
GUC FAKTORU (Cos @) | >0,90/0,95
POWER FACTOR (Cos @) | >0,90/0,95
RENKSEL GERi VERIM (CRI) | >80 e
COLOR RENDERING INDEX (CRI) | >80 S

24



| COB LED DOWNLIGHT

S Pl N EI_ { OB LED DOWNUGHT

SPINEL yuvarlak, diiz kademeli aliminyum enjeksi-
yon bir COB LED downlight'tir. Onden gériiniimi
yuvarlak olup tavan montaj deliginin yuvarlak
olmasi nedeniyle elektrikgiler icin kolay montaja
elveriglidir. Konut ve projeler icin kullamigh bir
downlight'tir. LED ile driver arasinda birbirine
gecmeli kablolar kolay montaj saglamaktadir.
SPINEL is a circular flat recessed aluminium injec-
tion COB LED downlight. lts frontal is circular in
one piece and the ceiling installation hole is circu-
lar as well. SPINEL is principally is principally
practical for residences and buildings. Intertwined
cables between LED and driver provide easy
installation.

URUN KODU TOKETIM GUCU (W) ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
PRODUCT CODE CONSUMPTION POWER (W) | FIXTURE LUMEN (Im) EFFICIENCY (Im/W) COLOR TEMPERATURE(®K)

GOVDE MATERYALI | Aliiminyum

BODY MATERIAL Aluminium

GOVDE HENGI RAL 9[]05/9[][]9/9[]16

IP KODU \ \ / KESIM OLCUSU

IP CODE : D \\«—/
GIHI§ GERILIMI (V) 220V AC i 0 (mm) gmm) | K{mm)

INPUT VO \_11_;1__!.]_, G:s @ m m [i} 0101 ( 97 85
GUG FAKTORU (Cos @) | >0,90/0,95 L - e
POWER FACTOR (C >0,90/0,95 «;%;_-; s : | : ; J
HENKSEL GEH' VER|M {CHI) & 8[] * Opsiyonel renk sicakliklar icin satis sorumlusuna daniginiz AL QY RE
COLOR RENDERING If RI) | >80 s i i s lele s T o 470101 00359




GU10 + COB LED DOWNLIGHT
GAHN |T ‘ GU10 + COB LED DOWNLIGHT

GARNIT yuvarlak sekilli, aliminyum enjeksiyon
uretilmis ve GU10 soketh + COB LED down-
light'tir. Diistik watt' ta yiiksek limen giici ile her
mekanda ferah ve sik bir aydinlatma ortami
saglamaktadir. Ozel dekorasyon arayan mimarlar
icin milkemmel bir downlight' tir.

GARNIT is a circular aluminium injection spot LED
bulb which has GU10 + COB LED downlight. Due
to high lumen power at lower watt, it creates an
elegant atmosphere almost every space. GARNIT
is an excellent downlight for architectures who
look for custom interior design.

ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K
- A m) ECE ( '--"._.' ] ( )

FIX IME

B 136 mm

GOVDE MATERYALI | Aliminyum
BODY MATERIAL Aluminium

GOVDE RENGI | Beyaz/Siyah/Gri
BODY COLOR White/Black/Grey

OPTiK | 24D/36D
OPTIC 24D/36D

IP KODU | IP20/IP40
IP CODE | IP20/1P40

GIRIS GERILIMI (V) | 220-240V AC
INPUT VOLTAGE | 220-240V AC Con ) oo\

GUG FAKTORU (Cos @) | >0,90/0,95

B 126 mm

"/ pIMMABLE U

POWER FACTOR (Cos B) =>0,90/0,95
RENKSEL GERi VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) >80

28



| AYARLANABILIR LED DOWNLIGHT
DlAM O N D ' ADJUSTABLE LED DOWNLIGHT

DIAMOND yuvarlak dizayn edilmig oynar bagli
aliminyum enjeksiyon bir COB LED downlight'tir.
Oynar bas aydinlatmak istediginiz bdlgelere
yonlendirme saglamaktadir. Yiiksek tavanlarda ve
ozellikle aydinlatiimasini istedigimiz nokta yerlerin
aydinlatiimasinda ideal bir Grindir. Acili reflektor
zemini daha 1yl aydinlatir. Konut ve projeler igin
mikkemmel bir downlight'tir.

DIAMOND is an adjustable circular shaped alumin-
ium injection COB LED downlight. The adjustable
head assures direction to the areas you would like
to lighten. It is predominantly used for high ceilings
and spots needed to be illuminated. The angular
reflector helps brighten the floor. DIAMOND is an
excellent downlight for residences and construc-
tions.

FIX

TUKETIM GOCU (W) ARMATUR

GOVDE MATERYALI | Aliminyum

BODY MATERIAL Aluminium

GOVDE RENGI | RAL 9005/9009/9016

BODY COLOR RAL 9005/9009/9016

OPTIK | Reflektor + Temperli Cam

OPTIC Reflector+ Tempered Glass
IP KODU | IP40/IP44

IP CODE IP40/1P44

GIRIS GERILIMI (V) | 220V AC _ : .
INPUT VOLTAGE 220V AC ) /-\ + +

GUG FAKTORU (Cos @) | >0,90/0,95

’ DIMMABLE | l3tATHouR 3 SAAT/HOURS|

POWER FACTOR (Cos @) | >0,90/0,95
RENKSEL GERI VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) | >80

30
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TOPAZ FORA, beyaz tasariml reflektorii sayesinde
kamasma yapmaz. Tavandan mekana siizillen 1sik
etkisi yaratir. Ust seviye gorsel konfor ihtiyacinin
oldugu projeler icin idealdir. Yiksek IPlidir. Dis
ortamlarda kullanima uygundur.

TOPAZ FORA doesn't make any glare because of

the white colored reflector design. It creates a

lighting effect that floats from the ceiling to the

below areas. TOPAZ FORA is ideal for projects that

requires high level visual projects. It's suitable for

outdoors with high IP class.

GOVDE MATERYALI

GOVDE RENG]

BODY COLOR

TORAZ FORAIT: o

—e=r<MADN

URUN KODU TUKETIM GUCU (W) " ARMATOR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
PRODUCT CODE CONSUMPTION POWER (W) FIXTURE LUMEN (Im) EFFICIENCY (Im/W) COLOR TEMPERATURE(®K)

550122 03303 20 1800 90 4000

@130 mm

Alliminyum

Gri

KESIM OLCUSU TAVAN MONTAJ

Siya

OPTIK

IP KODU | IP54

|P CODE

GIRIS GERILIMI (V) | 220V AC
NPUT VOLTAGE 290V Al

GUG FAKTORU (Cos @) | >0,90/0,95

.80/ 4

RENKSEL GERI VERIM (CRI) | >80

JLOR RENDERING INDEX (CRI)

32

I I 1 1
S000K 4000% 500K BH00K

* Opsiyonel renk sicakliklar igin satis sorumlusuna daniginiz.
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COB LED DOWNLIGHT
AN\.J El-lT COB LED DOWNLIGHT

ANJELIT yuvarlak gekilli, aliminyum enjeksiyon
uretilmig ve GU 10 soketli bir spot led ampldir.
Disik watt' ta yiksek limen giicii ile her mekanda
ferah ve sik bir aydinlatma ortami saglamaktadir. ——
Ozel dekorasyon arayan mimarlar icin icin mikem-
mel bir downlight' tir. E

ANJELIT is a circular aluminium injection spot led
bulb which has GU 10 socket. Due to high lumen
power under lower watt it creates an elegant
atmosphere almost every space. ANJELIT is an
excellent downlight for architectures who look for
custom interior design.

URUN KODU 5 (W) ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
DE IE E LUMEN (Im) EF T

GOVDE MATERYALI Aliminyum
BODY MATERIAL Aluminium

GOVDE RENGI | RAL 9005/9016
BODY COLOR RAL 9005/9016
OPTIK | Lens
OPTIC Lens
IP KODU | 1P40/IP40
IP CODE IP40/1P40
GIRIS GERILIMI (V) | 220V AC
INPUT VOLTAGE 220V AC

GUC FAKTORU (Cos @) | >0,90/0,95

POWER FACTOR (Cos @) | >0,90/0,95 __ _
RENKSEL GERI VERIM (CRI) >80 ; Kia, S D (mm) @ {mm) K (mm)
COLOR RENDERING INDEX(CRI) >80 ; iz AR i 60 97 90
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GU10 + COB LED DOWNLIGHT

M O R GAN |T GU10 + COB LED DOWNLIGHT

MORGANIT kare formda alliminyum enjeksiyon
tretilmis, GU10 soketli + COB LED downlight'tir.
On goriinimi kare olmasina ragmen tavan delik
sekli yuvarlak oldugundan elektrikgiler igin montajl
kolaydir. Disik watt'ta ytksek limen giici ile her
mekanda ferah ve sk bir aydinlatma ortami
saglamaktadir.

MORGANIT is a recessed aluminium injection spot
LED in square form which is compatible with GU
10 4+ COB LED downlight. Despite the square
frontal it is easy for electricians to install as the
cut-out shape of the ceiling hole Is circular. Due to
high lumen power at lower watt, it creates an
elegant atmosphere almost every space. Inter-
twined cables between LED and driver provide
easy Installation.

ARMATUR LUMENI (Im) VERIMLILIK (Im/W RENK SICAKLIGI (°K)
SIXTU LUMEN (lm) EFFIC ) [t K

90 mm

GOVDE MATERYALI
BODY MATERIAL

GOVDE RENGI
BODY COLOR

OPTIK

OPTIC

IP KODU

IP CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

Celik

Steel
Beyaz/Siyah/Gri

White/Black/Grey

60D
60D

IP20/1P40
IP20/1P40

220-240V AC
220-240V AC

/ DIMMABLE Ll3\ATHouR

GUC FAKTORU (Cos @) | >0,90/0,95 _ : e

POWER FACTOR (Cos @) | >0,90/0,95
RENKSEL GERI VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) | >80




Oynar baglikli spot mekanizmasi ile diisey diizlem-
lerin aydinlatiimasi icin tasarlanmistir. Magaza,
showroom alanlarinda segileme raflarn, pano ve
benzeri alanlar VENUS ile aydinlatilir.

VENUS is designed for vertical lighting using its
adjustable swivel body. Shelves, displays, panels

and similar areas are best lighted using VENUS in

stores, showrooms.

GOVDE MATERYALI
BODY MATERIAL

GOVDE RENGI
BODY COLOR

OPTIK
OPTIC

IP KODU

IP CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUC FAKTORU (Cos @)
POWER FACTOR (Cos 8)

RENKSEL GERi VERIM (CRI)
COLOR RENDERING INDEX (CRI)

VENUS AYARLANABILIR LED DOWNLIGHT
ADJUSTABLE LED DOWNLIGHT

Metal Sac

Metal Sheet

Beyaz/RAL Kodlari
White/ RAL Codes

Reflektor+Temperli Cam
Reflector+ Tempered Glass

IP40/IP44
|P40/1P44

220V AC
220V AC

>0,90/0,95
>0,90/0,95

>80
>80

TUKETIM GUCU (W) ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)

EFFICIENCY (Im/W) MPERATURE(OK)

PTI EIXTURE L Im)

NRRIRE

0180 mm

|:' OFF ) [ otov

~ DIMMABLE 1 SAAT/HOUR



JADE yuvarlak sekilli, aliminyum enjeksiyon
dretilmis COB LED downlight'tir. Disik watt' ta
yuksek limen glicli ile her mekanda ferah ve ik bir
aydinlatma ortami saglamaktadir. Ozel dekorasyon
arayan mimarlar i¢in igin mikemmel bir downlight'
tir.

JADE is a circular aluminium injection spot LED
bulb which has COB LED downlight. Due to high
lumen power at lower watt, it creates an elegant
atmosphere almost every space. JADE is an excel-
lent downlight for architectures who look for
custom interior design.

GOVDE MATERYALI

BODY MATERIAL
GOVDE RENGI
BODY COLOR

OPTIK

OPTIC

IP KODU

IP CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUC FAKTORU (Cos 2)

POWER FACTOR (Cos @)

RENKSEL GERi VERIM (CRI)

COLOR RENDERING INDEX (CRI)

COB LED DOWNLIGHT

\-J A D E COB LED DOWNLIGHT

= 2

= -

URUN KODU TUKETIM cUCU (W)
ODE ( LUMPTIO ER (W)

ARMATUR LUMENI (Im)
FIXTURE LUMEN (Im)

=

N\

Alliminyum

Aluminium

a7
Beyaz/Siyah/Gri \J '

White/Black/Grey

24D/36D

24D/36D

IP40

IPAD
iF4u

85,3 mm

220-240V AC

220-240V AC
>0,90/0,95
~0,90/0,95

>80

—

=) [N
e __’_.-’ DIMMABLE 1 SAAT/HOUR 3 SAAT/HOURS

@ 80 mm

@ (mm)

K {mm}

D (mm)




COB LED DOWNLIGHT
AM ETlST COB LED DOWNLIGHT

AMETIST, kare seklinde diiz kademeli altiminyum
enjeksiyon bir COB LED downlight'tir. Acili reflek-
tort yardimiyla yiksek tavanlarda ve d&zellikle
aydinlatiimasini istedigimiz nokta yerlerin aydin-
latimasinda kullanilir. AMETIST 6 farkh modeli
sayesinde her mekana uygun olclere sahip olmasi
lle son derece kullanighdir.

AMETIST is a square shaped flat recessed alumini-
um injection COB LED downlight. It is predomi-
nantly used for high ceilings and spots needed to
be illuminated. AMETIST has six different model
sizes that allows proper dimensions for various
locations.

(W) ARMATUR LUMENI (Im) VERIMLILIK (Im/W
'E FIXTURE 1) EFFIC N

e ——

GOVDE MATERYALI | Aliminyum
BODY MATERIAL Aluminium
GOVDE RENGI | RAL 9005/9009/9016
BODY COLOR | RAL 9005/9009/9016
OPTIK | Reflektor + Temperli Cam
OPTIC Reflector+ Tempered Glass
IP KODU | IP40/1P44
IPCODE | IP40/IP44
GIRIS GERILIMi (V) | 220V AC B i Wiwml | Him | Kl
INPUT VOLTAGE | 220V AC 5 g
GUC FAKTORU (Cos @) | >0,90/0,95
POWER FACTOR (Cos @) | >0,90/0,95
RENKSEL GERI VERIM (CRI) | >80 A
COLOR RENDERING INDEX (CRI) | >80




—e=r<MAD/N

SITRIN kare dizayn edilmis oynar bash altiminyum
enjeksiyon bir COB LED downlight'tir. Oynar bas
aydinlatmak istediginiz bdlgelere yonlendirme
saglamaktadir. Yiksek tavanlarda ve ozellikle
aydinlatimasini istedigimiz nokta yerlerin aydin-
latiimasinda ideal bir trlindiir. Acili reflektdr zemini
daha iyi aydinlatir.

SITRIN is an adjustable square shaped aluminium
injection COB LED downlight. The adjustable head
assures direction to the areas you would like to
lighten. It is predominantly used for high ceilings
and spots needed to be illuminated. The angular
reflector helps brighten the floor. Although the
frontal Is square it is easy for electricians to install
as the installation hole of ceiling is circular.

GOVDE MATERYALI

BODY MATERIAL

GOVDE RENGI

BODY COLOR

OPTIK

OPTIC

IP KODU

I[P CODE

GIRIS GERILIMI (V)

INPUT VOLTAGE

GUG FAKTORU (Cos )

RENKSEL GERl VEHIM(CR[)

COLOR RENDERING INDEX (CRI)
44

| AYARLANABILIR LED DOWNLIGHT

S |TR | N ADJUSTABLE LED DOWNLIGHT

Aliminyum

Aim Tss
Aldminum

RAL 9005/9009/9016

RAL 9005/9008/9016

Reflektor+Temperli Cam

Reflector+ Tempered

IP40/IP44
220V AC

>80

URUN KODU TUKETIM GUCU (W)
PRODUCT CODE CONSUMPTION POWER (W)
37010101548 o
47010100278 )

camid (= Q) ) )

BAVDR REME] SECTHEXLER]
BOOY COLOR SRTIONS
| | 1 |
J000K AQDAK SODOK BE00N

* Opsiyonel renk sicakliklar igin satig sorumlusuna daniginiz.

ARMATUR LUMENI (Im) VERIMLILIK (Im/W) " RENK SICAKLIGI (°K)

FIXTURE LUMEN (Im) EFFICIENCY (Im/W) COLOR TEMPERATURE(°K)
900 130
| 4000
170 130
37010101548 ‘ 4701 0100278
—K -
Kesit oLeUsO

| Dimm) | Wimm) | H{mm) | K{mm)
37010101548 85 97 97 85
47010100278 85 97 97 85
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GU10 + COB LED DOWNLIGHT
FI—OR |T GU10 + COB LED DOWNLIGHT

FLORIT kare dizayn edilmis ikili bir celik GU10
soketli + COB LED downlight'tir. Dislk watt'ta
yiksek limen giicii ile her mekanda sik bir aydin-
latma ortami saglamaktadir. LED ile driver arasinda
birbirine gecmeli kablolar kolay montaj saglamak-
tadir. FLORIT 6zel dekorasyon tercih eden mimarlar
icin mikemmel bir downlight'tir.

FLORIT is a square shaped double steel GU10 +
COB LED downlight. Due to high lumen power at
lower watt, it creates an elegant atmosphere
almost every space. Intertwined cables between
LED and driver provide easy installation. FLORIT is
an excellent downlight for architectures who look
for custom interior design.

VERIMLILIK (Im/W) RENK SICAKLI

EF m/W APE

100 mm

GOVDE MATERYALI | Celik
BODY MATERIAL | Steel
GOVDE RENGI | Beyaz/Siyah/Gri
BODY COLOR White/Black/Grey
OPTIK | 60D
OPTIC 60D 80 mm
IP KODU |P20[|P4U 100 mm
IP CODE | IP20/IP40
GIRIS GERILIMI (V) | 220-240V AC
INPUT VOLTAGE | 220-240V AC IS ¥
GUC FAKTORU (Cos @) | >0,90/0,95
POWER FACTOR (Cos @) | >0,90/0,95 Sl
RENKSEL GERi VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) | >80




COB LED DOWNLIGHT
KUAHTZ COB LED DOWNLIGHT

KUARTZ kare altiminyum enjeksiyon bir COB LED
downlight'tir. Acili reflektéri yardimiyla yiksek
tavanlarda ve 6zellikle aydinlatiimasini istedigimiz
nokta yerlerin aydinlatiimasinda ideal bir Grindr.
Acili reflektér zemini daha 1yi aydinlatir. Distk
watt'ta yiiksek limen gucl ile her mekanda ferah
bir ambians sadlamaktadir. LED ile driver arasinda
birbirine gegmeli kablolar kolay montaja elveriglidir.

KUARTZ is a square shaped aluminium injection
COB LED downlight. It is predominantly used for
high ceilings and spots needed to be illuminated.
The angular reflector helps brighten the floor
better.Due to high lumen power at lower watt, it
creates spacious ambiance. Intertwined cables
between LED and driver provide easy installation.

VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
EFF SWDY [ E 3 KD

C

GOVDE MATERYALI | Aliiminyum
BODY MATERIAL Aluminium
GOVDE RENGI | RAL 9005/9009/9016
BODY COLOR RAL 9005/9009/9016
OPTIK | Reflektér + Temperli Cam
OPTIC Reflector+ Tempered Glass
IP KODU | IP40/IP44
IP CODE | 1P40/IP44
GIRIS GERILIMI (V) | 220V AC
INPUT VOLTAGE | 220V AC
GUC FAKTORU (Cos @) | >0,90/0,95 D e R Sk )
POWER FACTOR (Cos @) | >0,90/0,95 : L
RENKSEL GERi VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) | >80




COB LED DOWNLIGHT
KUAHTZ COB LED DOWNLIGHT

KUARTZ kare altiminyum enjeksiyon bir COB LED
downlight'tir. Acili reflektéri yardimiyla yiksek
tavanlarda ve 6zellikle aydinlatiimasini istedigimiz
nokta yerlerin aydinlatiimasinda ideal bir Grindr.
Acili reflektér zemini daha 1yi aydinlatir. Distk
watt'ta yiiksek limen gucl ile her mekanda ferah
bir ambians sadlamaktadir. LED ile driver arasinda
birbirine gegmeli kablolar kolay montaja elveriglidir.

KUARTZ is a square shaped aluminium injection
COB LED downlight. It is predominantly used for
high ceilings and spots needed to be illuminated.
The angular reflector helps brighten the floor
better.Due to high lumen power at lower watt, it
creates spacious ambiance. Intertwined cables
between LED and driver provide easy installation.

VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
EFF SWDY [ E 3 KD

C

GOVDE MATERYALI | Aliiminyum
BODY MATERIAL Aluminium
GOVDE RENGI | RAL 9005/9009/9016
BODY COLOR RAL 9005/9009/9016
OPTIK | Reflektér + Temperli Cam
OPTIC Reflector+ Tempered Glass
IP KODU | IP40/IP44
IP CODE | 1P40/IP44
GIRIS GERILIMI (V) | 220V AC
INPUT VOLTAGE | 220V AC
GUC FAKTORU (Cos @) | >0,90/0,95 D e R Sk )
POWER FACTOR (Cos @) | >0,90/0,95 : L
RENKSEL GERi VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) | >80




GU10 + COB LED DOWNLIGHT
GU10 + COB LED DOWNLIGHT

ATLANTIS

ATLANTIS kare dizayn edilmis celik GU10 soketli
+ COB LED downlight'tir. Digiik watt'ta yiksek
limen glcl ile her mekanda sik bir aydinlatma
ortami saglamaktadir. LED ile driver arasinda birbir-
ine gegmeli kablolar kolay montaj saglamaktadir.
ATLANTIS 6zel dekorasyon tercih eden mimarlar
icin mikemmel bir downlight'tir.

ATLANTIS is a square shaped steel GU10+COB
LED downlight. Due to high lumen power at lower
watt, it creates an elegant atmosphere almost
every space. Intertwined cables between LED and
driver provide easy Installation. ATLANTIS is an
excellent downlight for architectures who look for
custom interior design.

R LUMEN VERIMLILIK (Im/W) RENK SICAKLIGI (°K)

IRE LL {Im) EFFI

GOVDE MATERYALI | Celik
BODY MATERIAL Steel
GOVDE RENGI | Beyaz/Siyah/Gri
BODY COLOR White/Black/Grey
OPTIK | 60D
OPTIC | 60D S
[P KODU |P20/|P40 80 mm
|P CODE IP20/1P40
GIRIS GERILIMI (V) | 220-240V AC
INPUT VOLTAGE 220-240V AC
GUC FAKTORU (Cos @) | >0,90/0,95
POWER FACTOR (Cos @) >0,90/0,95
RENKSEL GERI VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) >80




LED AMPULLU DOWNLIGHT

SE LENlT LED BULB DOWNLIGHT

SELENIT kare formda aliminyum enjeksiyon
tretiimig, GU10 sokete uygun, kademeli bir spot
LED ampildir. On gorinimi  kare olmasina
ragmen tavan delik sekli yuvarlak oldugundan
elektrikciler icin montaj kolaydir.Disiik watt'ta
yuksek limen giicii ile her mekanda ferah ve sik bir
aydinlatma ortami saglamaktadir.

SELENIT 1s a recessed aluminium Injection spot
LED bulb in square form which 1s compatible with
GU 10 socket. Despite the square frontal it I1s easy
for electricians to install as the cut-out shape of
the celling hole is circular. Due to high lumen
power at lower watt, it creates an elegant atmos-
phere almost every space. Intertwined cables
between LED and driver provide easy installation.

0cO (W) ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
JWER (W FIXTURE LUMEN (Im) EFFICIENCY (Im/W) COLOR TEMPERATURE(®K)

550 100

100

GOVDE MATERYALI Aliminyum
BODY MATERIAL Aluminium

GOVDE RENGI | RAL 9005/9016
BODY COLOR | RAL 9005/9016

OPTIK | Lens
OPTIC Lens

IP KODU | IP40/IP40
IP CODE 1P40/1P40

GIRIS GERILIMI (V) | 220V AC . ( -
s = 'I;F; "\ [ o-ov + +

INPUT VOLTAGE | 220V AC hakD (- Q) @

GUG FAKTORU (Cos @) | >0,90/0,95 —
POWER FACTOR (Cos @) >0,90/0,95

. . i ; Ao s D (mm) W {mm) H (mm) K {mm)
RENKSEL GERI VERIM (CRI) | >80 g e il e 4701 . 90 90 80
COLOR RENDERING INDEX(CRI) | >80 Al et i snlaan s n il ; 47010100371 | 120 | 120 | 40 105
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COB LED DOWNLIGHT
S E |_ E ST | T ‘ COB LED DOWNLIGHT

—e=rMANAON

SELESTIT kare seklinde dizayn edilmis, kademeli
aliminyum enjeksiyon bir COB LED downlight'tir.
Gorindmu kare olmasina ragmen tavan delik sekli
yuvarlak oldugundan elektrikciler icin montaji
kolaydir.

SELESTIT is a square designed, recessed alumini-
um injection COB LED downlight. Despite the
square shaped frontal appearance it is easy for
electricians to install as the cut-out shape of the
ceiling hole Is circular.

L5,

ORUN KODU I TUKETIM GOCO (W) | ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
PRODUCT CODE CONSUMPTION POWER (W) | FIXTURE LUMEN (Im) EFFICIENCY (Im/W) COLOR TEMPERATURE(%K)
47010100296 9 990 10

| . . 4000
47010100372 12 1320 10

47010100296 ‘ 470101 00572

GOVDE MATERYALI Aliminyum ! ' K
BODY MATERIAL Aluminium _. y
GOVDE RENGI | RAL 9005/9009/9016 D A
BODY COLQOR RAL 9005/9009/9016 .
. L KESIM OLCUSD
OPTIK | Reflektor+Temperli Cam ) W UT.OUT SIZE
OPTIC Reflector+ Tempered Glass
[P KODU | IP40/1P44
|P CODE IP20/1P44
GERES GERILIMI (V) | 220V AC —~
i ‘J e | SR @ m:;Tm.: @ smims
GUC FAKTORU (Cos @) >0,90/0,95 f A
POWER FACTOR (Cos @) 0,90/0,95 g | . |
— \\y oo roox MoK  Dfmm) | Wiom) | Himm) | K(mm)
RENKSEI‘ G ER' VEH EM (CR” >_ BIO * Opsiyonel renk sicakliklan igin satis sorumlusuna daniginiz. 47010000296 | 9% | % | 9 | 80
COLOR RENDERING INDEX(CRI) =80 R R SR S e i e TR 47010100372 | a0 |0 0 | 105
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* Akilli sogutma tasarimi.

* Korozyona dayanikli aluminyum enjeksiyon gévde.

* Power led uyumlu.

* Dar, orta ve genis acl secenekleri meveuttur.

* Alternatif olarak mauvi, yesil, kirmizi ve amber renk
secenegi.

* Cift katmanli polyester toz boya sayesinde
korozyona ve tuza dayanikli.

GOVDE MATERYALI

GOVDE RENGI
b
OPTIK

IPKQDQ
GHH@GERMNM(V)
INPUT AGH
GU@FAKTQBQ(CQSQ)

RENKSEL GERI VERIM (CRI)

LED BAHCE ARMATURU
GALENA | (o caroen uminare —rerMANADON

URUN KODU TUKETIM GUCU (W) I ARMATUR LUMENI (Im) VERIMLILIK (Im/W) I RENK SICAKLIGI (°K)
PRODUCT CODE CONSUMPTION POWER (W) | FIXTURE LUMEN (Im) EFFICIENCY (Im/W) COLOR TEMPERATURE(®K)
37010101049 12 1440 120 4000

0 140 mm el

Alliminyum

Gri ' —

Temperli Cam

IP65
220-240V AC
>0,90/0,95 £ \

> ¥ . | |
80 Opsiyonel renk sicakliklari icin-satig sorumlusuna danisiniz |G lmm}, | D {mm)
80 7 ; e 3701 01 01049 140 70

¥
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ZIRKON kare dizayn edilmis, kademeli, oynar bagl
aliminyum enjeksiyon bir COB LED downlight' tir.
Oynar bag aydinlatmak istediginiz bolgelere
yonlendirme saglamaktadir. Yiksek tavanlarda ve
ozellikle aydinlatiimasini istedigimiz nokta yerlerin
aydinlatiimasinda ideal bir trindir. Acili reflektér
zemini daha Iyl aydinlatir. Onden gorinimi kare
olmasina ragmen tavan montaj seklinin yuvarlak
olmasi elektrikgiler icin kolaylik saglamaktadir.

/IRKON ¢

5 an adjuste square shaped and

GOVDE MATERYALI

GOVDE RENGI

OPTIK
IP KODU

GIRIS GERILIMI (V)

GUC FAKTORU (Cos 9)

RENKSEL GERI VERIM (CRI)

98

AYARLANABILIR LED DOWNLIGHT

Zl R KO N ADJUSTABLE LED DOWNLIGHT

Aliminyum

RAL 9005/90_09/9016
F.ie.fle.kt.tir%Temperli Cam
[;P4.0(i.E44 B

201

030005

>80

ORUN KODU
PRODUCT CODE

37010101549

47010100280

CONSUMPTION POWER (W) |
7

9

£ \

uuuuuuuuuuuuuuu

I 1
\ ’ 3000K A000K

| }
5O00% EHO0K

* Opsiyonel renk sicakliklan icin satis sorumlusuna daniginiz.

TUKETIM GUCU (W) | ARMATUR LUMENI (Im)

FIXTURE LUMEN (Im)

KESIM OLCUSU

59

VERIMLILIK (Im/W)  RENK SICAKLIGI (°K)

EFFICIENCY (Im/W) COLOR TEMPERATURE(®K)
130
4000
110
37010101549 l 47010100280

o 9

e el

| D(mm) | Wimm) | Hmm) | K{mm)
37010101549 105 17 117 85
4701 01 00280 105 i 117 85



TOPAZ, yekpare kademeli ve aliminyum enjeksi-
yonlu bir SMD LED Downlight'tir. Montaj deliginin
yuvarlak olmasi sebebiyle kolay uygulanabilir. Konut
ve projeler icin en gok tercih edilen downlight'tir.
Farkli guic ve caplarda Uretimi yapiimaktadir.

TOPAZ 1s a monoblok aluminium injection SMD
LED downlight. Downlight is the most preferred
product for residential and commercial projects. It
is produced in different powers and dimensions.

\

GOVDE MATERYALI
BODY MATERIAL

GOVDE RENGI
BODY COLOR

OPTIK
OPTIC

IP KODU
IP CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUC FAKTORU (Cos @)
POWER FACTOR (Cos @)

RENKSEL GERI VERIM (CRI)
COLOR RENDERING INDEX (CRI)

SMD LED DOWNLIGHT
TO PAZ SMD LED DOWNLIGHT

ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLI

FIXTURE LUMEN (Im) EFF CY (Im/W) COLOR TEM

H {mm) @ (mm) K (mm)

Altiminyum
Aluminium
Beyaz
White
Diftizor
Diffuser

IP40
IP40

220V AC
220V AC ' =SBl : :: ! 10V I
>0,90/0,95 _—

>0,90/0,95

>80
>80



i 1| SMD LED DOWNLIGHT
ZU M R UT SMD LED DOWNLIGHT

ZUMRUT yekpare kademeli ve aluminyum enjeksi-
yonlu bir SMD LED downlight'tir. Onden gériiniimii
yuvarlak ve yekpare olup tavan montaj deliginin
yuvarlak olmasi sebebiyle elektrikciler icin montaj
kolayhg saglamaktadir. Konut ve projeler icin en
sik tercih edilen downlight'tir.

ZUMRUT is a monoblok recessed aluminium injec-
tion SMD LED downlight. Its frontal is circular in A
one piece and the ceiling installation hole is circu- B e
lar as well. That s why electiricians prefer = } &
ZUMRUT for easy installation solutions. p

URUN KODU TUKETIM GUCU (W) ARMATUR LOMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
F ODE & T (W) FIXTURE LUMEM (Im) EFF /W & MPERATL K)

GOVDE MATERYAL] AlGminyum
BODY MATERIAL Aluminium

GOVDE RENGI | RAL 9005/9009/9016
BODY COLOR RAL 8005/9009/9016

OPTIK | Difiizér
OPTIC Diffuser

IP KODU | IP40/IP44
IP CODE IP4D/IPA4

GIRIS GERILIMI (V) | 220V AC

+‘ 0 {mm) @ (mm) K (mm)
INPUT VOLTAGE | 220V AC i 0 70
Dl"".ﬂBLE 1 SAAT/HOUR
GUC FAKTORU (Cos @) | >0,90/0,95
POWER FACTOR (Cos @) >0,90/0,95

RENKSEL GERI VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) | >80
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| SMD LED DOWNLIGHT
ARES

| SMD LED DOWNLIGHT —e=r<i\V /\ - /\

—re=rMANAON

ARES, diiz kademeli aliminyum enjeksiyon bir
SMD LED downlight'tir. Onden gériintimii yuvarlak
olup tavan montaj deliginin yuvarlak olmasi ile
elektrikciler icin kolay montaj saglamaktadir.
Sogutucusu altiminyum enjeksiyon olup LED PCB
nin sogumasina yardimci olmakla beraber LED'In
omriini artirmaktadir.

ARES is a flat recessed aluminium injection SMD
LED downlight. Its frontal is circular in one piece
and the ceiling installation hole is circular as well
so, electricians opt for. That' s why electiricians
opt for ARES for easy installation solutions. The
cooler is made of aluminium injection which
doesn't only help cooling LED PCB but also extends
LED life.

URON KODU TUKETIM GOCU (W) | ARMATOR LOMENI (Im) | VERIMLILIK (Im/W) " RENK SICAKLIGI (°K)
PRODUCT CODE CONSUMPTION POWER (W) | FIXTURE LUMEN (Im) EFFICIENCY (Im/W) COLOR TEMPERATURE(%K)
47010100291 6 540 90
47010100338 6 540 90
47010100339 8 720 90

- : : 4000
47010100340 12 1080 90
47010100341 16 1140 90
47010100342 25 2250 90

GOVDE MATERYALI | Aliiminyum | 4701010029 ‘ 470101 00338‘ 470101 00339‘ 470101 00340‘ 47010100341 ‘ 47010100342
BODY MATERIAL Aluminium ' \
GOVDE RENGI | RAL 9005/9009/9016 -' ' sO 0 qO
BODY COLOR | RAL 9005/9009/9016 K ) 0 0
OPTIK | Difiizor / ) " ' ) '
OPTIC | Diffuser
IPKODU | IP40/IP44 Kesiv OLgUs0
IP CODE P20/1P44 fah
GIRIS GERILIMI (V) | 220V AC C Dfmm | @mm | Kmm)
NPUT YOLTAGE 220V AC @ m @ smim 47010100291 | 70 | 97 | 8
5 i i — 4701 01 00338 70 17 105
GUQlFAKTORU (CIOS g_j‘l)l >0{90/‘095 .,.{_:,..,._}_ 4701 01 00339 75 147 130
N \J soox sobox ok 4701010040 | 8 | 175 | 180
RENKSELGER[VEREM (CH” >80 * Opsiyonel renk sicakliklan igin satig sorumlusuna daniginiz. LB e ! il ! in J 115
COLOR RENDERING INDEX (CRI) 80 Wk e e S S RS 4701 01 00342 8 | w 210
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| AYARLANABILIR LED DOWNLIGHT

LA R I M A H ADJUSTABLE LED DOWNLIGHT

LARIMAR vyuvarlak dizayn edilmis oynar bagl
aliminyum enjeksiyon bir SMD LED downlight'tir.
Diislk watt'ta yuksek limen giicii ile her mekanda
ferah bir aydinlatma ortami saglamaktadir. LED ile
driver arasinda birbirine gecmeli kablolar kolay
montaja olanak verir. 4 farkl modeli sayesinde her
mekana uygun olciilere sahip olmasi ile bir avanta
saglamaktadir.

LARIMAR is an adjustable circular shaped alumini-
um injection SMD LED downlight. Due to high
lumen power at lower watt, it creates spacious
ambiance. Intertwined cables between LED and
driver provide easy Installation. LARIMAR has four
different model sizes that allows proper dimen-
sions for various applications.

URUN KODU TUKETIM GUCU (W) RENK SICAKLIGI (°K

ARMATUR LUMENI (Im)
PRO ODE C TIO! n)

VERIMLILIK (Im/W)
FIXTURE LI () W

EFFIC SNV

GOVDE MATERYALI | Aliiminyum
BODY MATERIAL Aluminium
GOVDE RENGI | RAL 9005/9009/9016
BODY COLOR RAL 9005/9009/9016
OPTIK | Difiizér
OPTIC Diffuser
IP KODU | IP40/IP44
IP CODE 1P40/I1P44
GIRIS GERILIMI (v) | 220V AC 3
INPUT VOLTAGE 220V AC EE @"'} ,/':\
____,.— DIMMABLE 1 SAAT/HOUR
GUC FAKTORU (Cos @) | >0,90/0,95
POWER FACTOR (Cos @) >(,90/0,95 .
) : N ADOOK COOK EEOOR U |r|-”-[~|| |.. |‘
RENKSEL GERIi VERIM (CRI) | >80 o e - 7010101540 85 |97 f

COLOR RENDERING INDEX(CRI) >80 g

7
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ELITEl SMD LED DOWNLIGHT

! SMD LED DOWNLIGHT | E R M /\ D /\

GOVDE MATERYALI | Aliiminyum
ELITE, yekpare kademeli ve aliminyum enjeksiyon- 0TI dits R dmuRe
lu bir SMD LED Downlight'tir. Montaj deliginin
yuvarlak olmasi sebebiyle kolay uygulanabilir.
Konut ve projeler igin en cok tercih edilen down-

light'tir.

GOVD_E_ HE_NG_? Beyaz

OPTIK | Difiizér

[P KODU | IP40/IP40

GIRIS GEHI_LiMi (V) | 220V AC

KTDRU (Cos @) | >0,90/0,95

_i VERIM (CRI) | >80

URUN KoDU TOKETIM GUCU (W) ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
PRODUCT CODE CONSUMPTION POWER FIXTURE LUMEN (Im) EFFICIENCY (Im/W) COLOR TEMPERATURE(K)

3 14 90

160mm

TAVAN MONTAJ

A
( e @:I [ o-0v
2 X ¥/ piMMABLE Lisaaimour § |3 sasmours

|
E500X

* Opsiyonel renk sicakliklar igin satis sorumlusuna daniginiz.



SMD LED DOWLIGHT
SEDEF SMD LED DOWLIGHT

SEDEF armatiriin teknik yapisi tasarimeinin hem
1sik kaynagi (zerindeki kontrolin{i artinr hem de
yekpare alliminyum gévde ile birlikte Isinan
armatiir izerindeki dagiim hacmini genisleterek
daha efektif bir 1s1 yonetimi saglar. Yiksek IP'lidir.
Hem i¢ hem dis ortamlarda kullanima elveriglidir.

The technical structure of SEDEF luminaire not
only increases the designer's control over the light
source, but also increases the dispersion volume
on the heated luminaire together with the mono-
lithic aluminum body, providing more effective
heat management. It has high IP levels and suita-
ble for both indoor and outdoor use.

TUKETIM GOCU (W) UR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
[ ravaY E I ALY o EMPE K

140 mm

GOVDE MATERYALI Aliminyum
BODY MATERIAL Aluminium

GOVDE RENGI | Beyaz
BODY COLOR | White

OPTIK | Difiizor
OPTIC Diffuser

IPKODU | IP65
IP CODE IP65
GIRIS GERILIMI (V) | 220V AC -
INPUT VOLTAGE 220V AC . 0-10%

~ DIMMABLE =X

GUC FAKTORU (Cos @) | >0,90/0,95
POWER FACTOR (Cos @) >(,90/0,95

RENKSEL GERI VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) | >80
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AYARLANABILIR LED DOWNLIGHT
—=RMADA AVENTURIN Aonsniots oo —=RMADA

AVENTURIN kare dizayn edilmis, kademeli, oynar
basli aliminyum enjeksiyon bir SMD LED down-
light' tir. Diisiik watt' ta yiiksek limen gtict ile her
mekanda ferah bir aydinlatma ortami saglamak-
tadir. LED ile driver arasinda birbirine gecmeli
kablolar kolay montaja olanak vermektedir.

URUN KODU TUKETIM GUCU (W) ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
PRODUCT CODE CONSUMPTION POWER (W) | FIXTURE LUMEN (Im) EFFICIENCY (Im/W) COLOR TEMPERATURE(®K)

37010101542 7 750 100
4000
57010101543 9 900 100

37010101542 370101 01543
A g O

KESIM OLCUSU

GOVDE MATERYALI | Aliminyum

GOVDE RENGI | RAL 9005/9009/9016

OPTIK | Diftizér

IP KODU | IP40/IP44

GIRIS GERILIMI (V) | 220V AC " , g
INT AGE 7 CFH_FB i_i D OFF m 4 Q__360L __f) .\90/”

GUC FAKTORU (Cos @) | >0,90/0,95 V4

WooY COLOR SrTIoNs

. . V sodox sabon sodon oo D (mm) Wimm] | H{mm) | Ki{mm)
RENKSEL GERI VERIM (CRI) | >80 ; 3701 01 01542 105 17 | 8

* Opsiyonel renk sicakliklan igin satig sorumlusuna damigimz.
: 3701 01 01543 105 117 17 85
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—re=r<MAON

TURMALIN  kare dizayn edilmis oynar bash
aliminyum enjeksiyon bir SMD LED downlight'r.
Oynar bas aydinlatmak istediginiz  bélgelere
yonlendirme saglamaktadir. Yiksek tavanlarda ve
ozellikle aydinlatimasini istedigimiz nokta yerlerin
aydinlatimasinda ideal bir Griindiir.

GOVDE MATERYALI

GOVDFRENG[
.Oﬂm

P oL

GIRIS GERHJM{(Vj

GUC FAKTORU (Cos 9)

RENKSEL GERI VERIM (CRI)

74

AYARLANABILIR LED DOWNLIGHT
TURMALIN | apjustaste eo ownvi

Alliminyum

BAL 9Q05/9009/9016
?!fUzdr | |
l;P4.Or/[P44

22DV AC

>0,.9E.]/0,95

>80

URON KODU

TUKETIM GUCU (W)

PRODUCT CODE CONSUMPTION POWER (W)
37010101544 /
37010101545 9

BODY COLOA DFTIONS

* Opsiyonel renk sicakliklan icin satig sorumlusuna daniginiz

—rerMANAON

ARMATUR LUMENI (Im) VERIMLILIK (Im/W) I RENK SICAKLIGI (°K)

FIXTURE LUMEN (Im) EFFICIENCY (lm/W) COLOR TEMPERATURE(?K)
750 100

i 4000
900 100
37010101544 ‘ 37010101545
K 1
KESIM OLCUSU

C 360 5 N

| Dimm) | Wimm) | H{mm | K(mm)
3701 01 01544 85 97 97 85
3701 01 01545 85 a7 97 85
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SMD LED DOWNLIGHT

H E R A SMD LED DOWNLIGHT

HERA kare alliminyum enjeksiyon bir SMD LED
downlight'tir. Distk watt'ta yiiksek lumen giicii ile
her mekanda yeterli bir aydinlatma ortami saglar.
Konut ve igyerleri icin milkemmel bir downlight'tir.
6 farkl modeli sayesinde her mekana uygun
olctlere sahip olmasi ile de bir avanta] saglamak-
tadir.

HERA is a square shaped aluminium injection SMD
LED downlight. Due to high lumen power at lower
watt, it creates an effectual illumination. HERA is
principally perfect for residences and workplaces.
HERA has six different model sizes that allows
proper dimensions for various locations.

URUN KODU TUKETIM G (W) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)

PR R (W) XTURE LUME ) EFFI |

GOVDE MATERYALI | Aliiminyum

BODY MATERIAL Aluminium

GOVDE RENGI | RAL 9005/9009/9016

BODY COLOR RAL 9005/9009/9016

OPTIK | Difuizér

OPTIC Diffuser

IP KODU | IP40/IP44
IP CODE | IP40/IP44

GIRIS GERILIMI (V) | 220V AC | — Dimm) | W(mm | H(mm)

INPUT VOLTAGE | 220V AC oA ( ) /\ 97

GUC FAKTORU (Cos @) | >0,90/0,95

17

POWER FACTOR (Cos @) | >0,90/0,95 il
RENKSEL GERi VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) .80
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SMD LED DOWNLIGHT

C EYD SMD LED DOWNLIGHT

CEYD, kare seklinde diiz kademeli alliminyum
enjeksiyon bir SMD LED downlight'tir. Dusik
watt'ta yiiksek limen giicii ile her mekanda ferah
ve sade bir aydinlatma atmosferi yaratir. LED ile
driver arasinda birbirine gecmeli kablolar kolay
montaj sadlar. Mimari coziimler icin milkemmel bir
downlight'tir.

CEYD is a square shaped flat recessed aluminium
injection SMD LED downlight. Due to high lumen
power at lower watt, it creates a spacious and
pure atmosphere. Intertwined cables between
LED and driver provide easy installation. CEYD is a
classy downlight for architectural arrangements.

(11}
111

i

4 fff’

/I

Wi

SO o g iR

. nam

R 1

ST A T -
. VIEIRER 00O UL s e 27
= IR 0 T VR, ) s

ARMATUR LUMENI (Im) VERIMLILIK (Im/W)
E LUB Im) EFFIC

GOVDE MATERYALI | Aliminyum
BODY MATERIAL Aluminium

GOVDE RENGI | RAL 9005/9009/9016

BODY COLOR RAL 9005/9009/9016

OPTIK | Diftizér

OPTIC Diffuser
IP KODU | IP40/IP44
IP CODE IP40/1P44

Gl HlS GERILIMI (V) 220V AC - ~ | D {mm) W {mm) H {mm) K {mm)
INPUT VOLTAGE | 220V AC DA ) /\ : 70 97 97 85

GUC FAKTORU (Cos @) | >0,90/0,95
POWER FACTOR (Cos @) >(0,90/0,95

RENKSEL GERI VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) | >80

117 105

78



| SIVA USTU LED DOWNLIGHT
BORRIT | 2 DT

MOUNTED LED DOWNLIGHT

~

T g
- “"—'«ﬂ-‘-"“"

BORNIT kare seklinde aliminyum enjeksiyon
tretiimis ve GU 10 soket ile COB uyumlu icten
kademeli bir siva Gstii spot LED ampiildiir. Ozel
dekorasyon arayan mimarlar icin mikemmel bir
downlight' tir.

ed, aluminium njection

URUN KODU TUKETIM GUCUD (W) ARMATUR LOMENI (Im) " VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
PRODUCT CODE CONSUMPTION POWER (W) | FIXTURE LUMEN (Im) EFFICIENCY (Im/W) COLOR TEMPERATURE(®K)
47010100298 55 605 1o
47010100373 55 605 110

- i 4000

47010100374 9 990 1o

47010100375 9 990 110
47010100298 | 47010100373 47010100374 ‘ 47010100375

GOVDE MATERYALI | Aliminyum

H e pge

GOVDE RENGI | RAL 9005/9016 D

OPTIK | Reflektdr+Temperli Cam

IP KODU | IP40/IP44 W

GIRIS GERILIMI (V) | 220V AC
Ofmm} | Wi(mm) | H(mm)

.M{...m.,.:t... 47010100298 | 100 100 110

BODY COLOR CRTIOHS

V sovon aavon sosx sador 47010100373 | 8 | 8 | 110

* Opsiyonel renk sicakliklar igin satis sorumlusuna damiginiz. 470101 00374 I 100 | 100 | 110
: T 3 ; 4701 01 00375 85 85 110

GUC FAKTORU (Cos @) | >0,90/0,95

RENKSEL GERIi VERIM (CRI) | >80
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SIVA USTU LED DOWNLIGHT
JET SURFACE LED DOWNLIGHT

Aliminyum enjeksiyon gdvdeli bir SMD LED down-
light tUriidir.Balkonlarda, mutfaklarda ve banyolar-
da kullanabilecek kolay montajli siva Ustu bir
urlinddr. Istege bagl olarak IP44 yapilabilir ve bu
ozelligi ile dus bosluklan, banyolar, sacaklarin
altinda, acik alanlarda ve tum i¢ mekanlarda
idealdir.

It is a type of SMD LED downlight with aluminum
injection body. JET is a surface-mounted fixture
particularly for balconies, kitchens and bathrooms.
IP44 is optional and favorable for shower gaps,
bathrooms, stoas, outdoors and all indoors.

(Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
f C 3 - (Irm) EF CC )

GOVDE MATERYALI | Aliminyum
BODY MATERIAL Aluminium

GOVDE RENGI | RAL 9005/9006
BODY COLOR RAL 9005/9006

OPTIK | Difiizér

OPTIC Diffuser

IP KODU | IP20/IP44
IPCODE | IP20/IP44

GIRIS GERILIMI (V) | 220V AC
INPUT VOLTAGE | 220V AC Gonrd (-~ Q) m i—, i—’
GUC FAKTORU (Cos @) | >0,90/0,95 Aikmenl b
POWER FACTOR (Cos @) | >0,30/0,95 '
HENKSEL GEH' VER'M {CF‘“) >80 | renk sicakliklan icin sorumlusuna d
COLOR RENDERING INDEX (CRI) | >80
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Silindirik olarak tasarlanmistrr. istenildigi takdirde 3
farkli 151k acisi uygulanabilir. Dogrusal 1sik dagilimi
keskin golgeler ve dramatik 1sik bélgeler olustura-
rak sicak ve samimi bir atmosfer olusturur. Derinde
konumlanmig 11k kaynagi sayesinde kamasma
yapmaz.

ASTRO is designed cylindrically . It has 3 different
light angles. The linear light distribution creates a
warm and intimate atmosphere, sharp shadows,
and cool areas. Moreover, it doesn't make any
glaze.

SIVA USTU / SARKIT LED DOWNLIGHT
ASTRO | SURFACE / PENDANT LED BEVENEGEE

GOVDE MATERYALI

BODY MATERIAL
GOVDE RENGI
BODY COLOR

OPTIK
OPTIC

IP KODU

IP CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUC FAKTORU (Cos 2)

POWER FACTOR (Cos 8)

RENKSEL GERI VERIM (CRI)

COLOR RENDERING INDEX (CRI)

Aliminyum

Aluminium

Beyaz/ RAL Kodlari

White / RAL Codes

Reflektér+Temperli Cam

Reflector+ Tempered Glass

IP20/1P40

IP20/1P40
220V AC
220V AC
>0,90/0,95
>0,90/0,95
>80
>80

URUN KODU

P

“ODE

|:I./;FF @, /\

e ~ DIMMABLE

kliklan icin s

JMPETION

4

1 SAAT/HOUR

TUKETIM GUCU (W)

ER (W)

4

3 SAAT/HOURS|

ARMATUR LUMENI (Im)

Fl>

E LUMEN (Im)

VERIMLILIK (Im/
EFFICIENC

W)

L

RENK SIC
' MF

AKLIGI (°K)




COB LED ARMATUR

RUBY | cos o ARMATURE

Silindirik olarak tasarlanmistir.  Dogrusal 1sik
dagiimi keskin gdlgeler ve dramatik i1sik bdlgeleri
olusturarak sicak ve samimi bir atmosfer olusturur.

RUBY is designed cylindrically. The linear light
distribution creates a warm and intimate atmos-
phere, sharp shadows, and cool areas. Mareover,
it doesn't make any glaze.

GOVDE MATERYALI | Aliminyum
BODY MATERIAL Aluminium

GOVDE RENGI | Beyaz/Siyah/Gri
BODY COLOR White/Black/Grey

OPTIK | 36D/45D
OPTIC 360/45D

IP KODU | IP40
IP CODE | P40

GIRIS GERILIMI (V) | 220-240V AC
INPUT VOLTAGE | 220-240V AC

GUG FAKTORU (Cos @) | >0,90/0,95

POWER FACTOR (Cos @) | >0,90/0,95
RENKSEL GERI VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) | >80

86

W) ARMATUR LUMENI (Im)

FI? ELUM

@ 85 mm

' =
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SIVA USTU LED DOWNLIGHT
ONIX

| SURFACE MOUNTED LED DOWNLIGHT C - — R M /\ DA

—e=rMANADON

ONIX yuvarlak formda, kademeli aliminyum enjek-
siyon siva (st bir SMD LED downlight'tir. Tavan
montaj tablasi elektrikgiler icin kolay montaj saglar.
ONIX, konut ve projeler igin ideal bir downlight'trr.
6 farkh modeli sayesinde her mekana uygun
olculere sahip olmas ile avantaj saglamaktadir.

ONIX is a circular recessed aluminium injection
SMD LED downlight. The electiricians opt for ONIX
for easy Installation solutions using the installation
platform. ONIX is principally practical for residenc-
es and buildings. ONIX has six different model
sizes that allows proper dimensions for various
applications.

47010100299 90
47010100343 6 540 90
47010100344 8 720 90
| 4000
47010100345 12 1080 90
47010100346 16 1440 ' 90
47010100347 25 2250 90

GOVDE MATERYALI | Alaminyum
BODY MATERIAL | Aluminium ﬂ

GOVDE RENGI | RAL 9009/9016
BODY COLOR RAL 3009/9016

OPTIK | Reflektor H
OPTIC Reflector

IP KODU | IP40/IP44
IP CODE | IP40/IP44

GIRIS GERILIMI (V) | 220V AC N\ 4 _ T
& - ant : E Q IS EE LY
GUC FAKTORU (Cos @) | >0,90/0,95 N\ 47010100343 120 100
POWER FACTOR (Cos @) | >0,90/0,95 B . , . HOLOIORA | 180 100
RENKSEI— GERI VERIM (CH” >80 * Opsiyonel renk sicakliklan igin satig sorumlusuna daniginiz. _43?1_910034_6 200 100
COLOR RENDERING INDEX(CRI) >80 * Please get in touch with sales representative for aptional color temperatures 47010100347 230 100
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RAY SPOT

M | RA RAIL SPOT

—e=r<MAD/N

MIRA ray spot (g farkli 1sik acisi, sade tasarimi
ylksek limen kapasitesi ile nesne - sk kaynag
uzakliklarina  mikemmel alternatifler saglar.
Yilksek CRI seceneklerine de sahip olan LED
modull ve aliminyum sogutucunun istyl armatir
icerisinde dagitmasi sayesinde tavan boyasindaki
sararmalar ortadan kalkar.

MIRA rail spot has three different light angles. You
can present your products with these light angles
in the best way possible. It has high CRI options.
Its design prevents heat related colored stains on
the ceiling paint.

'URU'N KODU TUKETIM GUcU (W) ARMA‘TfJR LOMENI (Im) VERIMLILIK (lm/W) RENK SICAKLIGI (°K)
PRODUCT CODE CONSUMPTION POWER FIXTURE LUMEN (Irm) EFFICIENCY (Im/W) COLOR TEMPERATURE(CK)
350103 00203 30 . 3300 no 4000
i 165 mm 3 = 0100 mm
£ i
Sl § 5
GOVDE MATERYALI | Aliminyum - .
BODY MATERIAL Aluminium [ 1 1
GOVDE RENGI | Beyaz/Siyah =
BODY COLOR White/Black ;_J
OPTIK | Reflektor/Lens+Temperli Cam 20 mm
OPTIC Reflectar/Lens + Tempered Glass
IP KODU | IP40/IP40
P CODE IP4G/1P40

GIRIS GERILIMI (v) | 220V AC ey

: NPUT VOLTAGE 220V AC OFF o-10v 4 % 120 120
GUC FAKTORU (Cos @) | >0,90/0,95 N\ il
POWER FACTOR (Cos @) >0,90/0,95 o cote STt ) i ‘ | ) it
RENKSEL GERi VERIM (CRI) | >80 H o o i L
COLOR RENDERING INDEX (CRI) | >80 vl I R S e s
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—e=rMANAON

NECEF ray spot (g farkli 1gik acisi, sade tasarimi
ylksek limen kapasitesi ile nesne - isik kaynagi
uzakliklarna  mikemmel alternatifler  saglar.
Yiksek CRI seceneklerine de sahip olan LED
modilii ve alliminyum sogutucunun istyl armatiir
icerisinde dagitmasi sayesinde tavan boyasindaki
sararmalar ortadan kalkar.

icinde kullanilan 6zel mercek yapist ile istenilen aci
derecesinde ik verebilme 6zelli§i mevcuttur.

NECEF rail spot has three different light angles.
You can present your products with these light
angles in the best way possible. It has high CRI
options. Its design prevents heat related colored
strains on the ceiling paint.

With the special lens structure, it has to ability
adjust in different beam angles.

GOVDE MATERYALI
BODY MATERIAL

GOVDE RENGI
BODY COLOR

OPTIK
OPTIC

IP KODU

IP CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUC FAKTORU (Cos 0)
POWER FACTOR (Cos B8)

RENKSEL GERI VERIM (CRI)
COLOR RENDERING INDEX (CRI)

NECEF

S —

Alliminyum
Aluminium

Siyah

Black

15D/500
150/500

IP40
P40

220-240V AC
220-240V AC

>0,90/0,95
-0,90/0,95

>80
=80

COB MERCEKLI RAY SPOT
COB MERCEKLI RAY SPOT

e I

27010101048 2700-3300
@90 mm
— FE'__'|
—

—e=rMANAON

©

200 mm

"U..,:m pies ke )3

* Opsiyonel renk sicakliklar icin satig sorumlusuna daniginiz.

* Please get in touch with sales representative for optional color temperatures

93
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137010101048 |
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URSA iKiLi COB LED DOWNLIGHT
DOUBLE COB LED DOWNLIGHT

URSA, ikili kare model olarak tasarlanmis oynar
bagl COB Ledli endirek armatir modelidir.
Istenildigi takdirde 3 farkli isik agisi uygulanabilir.
Aliminyum sogutucu ile LED Pcb'nin sogumasina
yardimci olur ve LED'In émriind artinr. Dustk tuke-
tim glictinde ytksek ltimen giici ile her mekanda
ferah ve gozalici bir aydinlatma ortami saglamak-
tadir.

URSA is an indirect luminaire model with a COB
LED with a two swivel type adjustable heads and
body designed as double square body. Also it has
three different light angles.With aluminum heat-
sink, the LED helps cool the PCB and increases the -
life of the LED.With high lumen power at low

consumption power, it provides a spacious and

glamorous lighting environment in every venue. -

ARMATUR LUMENI (Im) VERI ' RENK SICAKLIGI (
Pl V)| FIXTURE LUMEN (Im) EFFICIENCY (Im/W) coL

320 mm 320 mm

GOVDE MATERYALI | Metal Sac
BODY MATERIAL Metal Sheet

GOVDE RENGI | Beyaz/RAL Kodlar

BODY COLOR White/ RAL Codes

OPTIK | Reflektor+Temperli Cam

OPTIC Reflector+ Tempered Glass

IP KODU | IP20/IP40
IP CODE | 1P20/IP40

GIRIS GERILIMI (V) | 220V AC
INPUT VOLTAGE | 220V AC

GUG FAKTORU (Cos @) | >0,90/0,95

POWER FACTOR (Cos @) | >0,90/0,95
RENKSEL GERI VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) | >80
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AYARLANABILIR LED DOWNLIGHT
—e=c=MADAN AMAZONIT| aoousrase Lep pownui

AMAZONIT tekli, ikili ve Ucli kare model olarak
tasarlanmis oynar bagli aliminyum enjeksiyon bir
COB LED downlighttir. Ozel dekorasyon yapmak
isteyen mimarlar icin milkemmel bir downlight'tir.
LED ile driver arasinda birbirine gecmeli kablolar
kolay montaja olanak verir.

URUN KODU TUKETIM GUCU (W)  ARMATUR LUMENI (im) | VERIMLILIK (Im/W)  RENK SICAKLIGI (°K)
PRODUCT CODE CONSUMPTION POWER (W) | FIXTURE LUMEN (Im) EFFICIENCY (Im/W) COLOR TEMPERATURE(°K)
47010100309 2%5 1100 | 10
47010100378 210 2200 10 4000
47010100379 2x15 3300 10

H s I 47010100309 47010100378 4701 01 00379

GOVDE MATERYALI | Aliminyum

GOVDE RENGI | RAL 9005/9009/9016

% v - K2
OPTIK | Reflektor+Temperli Cam Y i KESM BLCUSD
IPTI o o7 2 g : g \\\. =
IPKODU | IP40/IP44 D\,
GIRIS GERILIMI (V) | 220V AC C 360° '\90"/'
J ! ' 1= (orr o-10v 4 4 e 2
Il R = GO DD
GUC FAKTORU (C >0,90/0,95
G _ ( OS. ﬂ) r / ‘ wg-w'--mw 0 (mm) Wimm) | H{mm) K1 {mm) | K2 (mm)
. N\ o= soco ssoox 470101 00309 70 128 128 110 110
RENKSEL GERI VERIM (CRI) | >80 A . , 47010100378 | 70 | 235 128 | 110 210
! 4 Opsiyonel renk sicakliklar igin satis sorumlusuna daniginiz. e ! = ! = ! e ! 5 ;
INGLHIIN =it . 01 ) 5 1 1 32
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JASPER, ikili elips bir model olup oynar basl
aliminyum enjeksiyon bir COB LED downlight'tir.
Montaj deliginin yuvarlak olmasi uygulamacilar i¢in
kolay montaj saglar. Sogutucu da aliiminyum
enjeksiyon olup LED PCB' nin sogumasina yardimci
olmakla beraber LED'in émriini arttirmaktadir.

JASPER is a dual ellipse model and it is an adjusta-
ble aluminium injection COB LED downlight. The
cooler is made of aluminium injection which
doesnt help only cool LED PCB but also extends
LED lifespan. Intertwined cables between LED and
driver provide easy installation.

—

GOVDE MATERYALI
BODY MATERIAL

GOVDE RENGI
BODY COLOR
OPTIK

OPTIC

IP KODU

IP CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUC FAKTORU (Cos @)
POWER FACTOR (Cos @)

RENKSEL GERI VERIM (CRI)
COLOR RENDERING INDEX(CRI)

98

JASPER AYARLANABILIR LED DOWNLIGHT
ADJUSTABLE LED DOWNLIGHT

f

Altiminyum
Aluminium

RAL 9005/9008/9016
RAL 9005/9009/9016

Reflektor + Temperli Cam

Reflector+ Tempered Glass

IP40/1P44

1P40/IP44

220V AC
220V AC

>0,90/0,95
>0,90/0,95
>80

>80

TUKETIM GUCU (W)

~ DIMMABLE

MPTIC

4

ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)

Fl E LUMEN (lm) ( EM W TU

D (mm) W (mm) H (mm) K1 (mm)

a0 210 95



KALSEDON kare dizayn edilmig ikili bir aliminyum
enjeksiyon COB LED downlight'tir. Diisiik watt'ta
yuksek limen giicil ile her mekanda sik bir aydin-
latma ortami saglamaktadir. LED ile driver arasinda
birbirine gecmeli kablolar kolay montaj saglamak-
tadir. KALSEDON 6zel dekorasyon tercih eden
mimarlar igin mikemmel bir downlight'tir.

KALSEDON is a square shaped double aluminium
injection COB LED downlight. Due to high lumen
power at lower watt, it creates an elegant atmos-
phere almost every space. Intertwined cables
between LED and driver provide easy installation.
KALSEDON is an excellent downlight for architec-
tures who look for custom interior design.

7w
f!;(' B

. ]
ity

GOVDE MATERYALI
BODY MATERIAL

GOVDE RENGI

BODY COLOR

OPTIK

OPTIC

IP KODU

IP CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE
GUC FAKTORU (Cos @)

POWER FACTOR (Cos @)

RENKSEL GERIi VERIM (CRI)

COLOR RENDERING INDEX(CRI)

IKiLi COB LED DOWNLIGHT

KAI—SEDON DOUBLE COB LED DOWNLIGHT

Altiminyum
Aluminium

RAL 9005/9009/9016
RAL 9005/9009/3016
Reflektor + Temperli Cam

Reflector+ Tempered Glass

IP40/1P44

IP40/IP44
220V AC
220V AC

>0,90/0,95
>0,90/0,95
>80

>80

100

URUN KODU TUKETIM GOCU (W) ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)

F 10 ) FIXTURE LUMEN (Im)

1 SAAT/HOUR

/! DIMMABLE 3 SAAT/HOURS
D {mm) W {mm)
194 3
117

147

101



|iKiLi COB LED DOWNLIGHT

YAKUT [DOUBLE COB LED DOWNLIGHT

YAKUT ikili kare dizayn edilmis diiz kademeli bir 4 - a8
altiminyum enjeksiyon COB LED downlight'tir. Diigiik ' ' By ' X :
watt'ta ylksek Iimen giicli ile her mekanda sik bir . _ ' S T ¥
aydinlatma ortami saglamaktadir. LED ile driver - 4 / Ve TN AN
arasinda birbirine gecmeli kablolar kolay monta i ‘:‘"-::‘-,';; . . 2 : **;}
saglamaktadr. Bes farki modeli sayesinde her D
mekana uygun dlctilere sahip olmasi ile avantajlidir. & e SN A
YAKUT is a double square shaped flat recessed L _ "‘* "y 5 - ’
double aluminium injection COB LED downlight. The - _ ‘ Do 9 : _‘s -

cooler is made of aluminium injection which doesnt “. - S

help only cool LED PCB but also extends lifespan of o<

LED. Due to high lumen power at lower watt, it 4
creates an elegant atmosphere almost every space.

URUN KODU TUKETIM GOCU (W) ARMATUR LUMENI (Im) VERIMLILIK (Im/W
PRC DE ( 1PTIO (W) E LUMEN (1Im) EFRFIC V)

GOVDE MATERYALI | Aliiminyum

BODY MATERIAL Aluminium

GOVDE RENGI | RAL 9005/9009/9016
BODY COLOR RAL 9005/9009/3016

OPTIK | Reflektér + Temperli Cam
OPTIC Reflector+ Tempered Glass
I[P KODU | IP40/IP44
IP CODE | IP40/IP44
GIRIS GERILIMI (V) | 220V AC - ; .
INPUT VOLTAGE | 220V AC D (o (ov) @ [__j_—’ 7
GUC FAKTORU (Cos @) | >0,90/0,95

POWER FACTOR (Cos @) | >0,90/0,95 : DRlonl Y SMARRYZ| H ]
K 000K SO00K es00K 470 70 1¢ 97
RENKSEL GERI VERIM (CRI) | >80 : » 70

COLOR RENDERING INDEX(CRI) >80 e i 2 e 75
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|iKiLi COB LED DOWNLIGHT
SODAUT DOUBLE COB LED DOWNLIGHT

SODALIT yuvarlak tasarlanmis, diiz kademeli
aliminyum enjeksiyon ikili bir COB LED down-
light'tir. Onden gorinimi yuvarlak olup tavan
montaj deliginin de yuvarlak olmasi nedeniyle
elektrikciler icin montaji kolaydir. Sogutucusu
aliminyum enjeksiyon olup LED PCB'nin sogumasi-
na yardimci olmakla beraber LED'in 6mriinii arttir-
maktadir. Diisiik watt'ta yiksek limen giici ile her
mekanda sik bir aydinlatma ortami saglamaktadir.

SODALIT is a circular shaped flat recessed double
aluminium injection COB LED downlight. Its frontal
appearance Is circular and it is easy for electricians
to install as the diameter of the ceiling hole is
circular.The cooler is made of aluminium injection
which doesnt help only cool LED PCB but also
extends lifespan of LED. Due to high lumen power
at lower watt, it creates an elegant atmosphere
almost every space.

TUKETIM GUCU (W)

URON
BROK

ARMATUR LUMENI (Im) VERIM RENK SICAKLIGI (°K)

FIX Un - 4 ) TURE(®

GOVDE MATERYALI | Aliminyum
B0DY MATERIA Aluminium
GOVDE RENGI | RAL 9005/9009/9016
BODY COLOR | RAL 9005/9009/9016
OPTIK | Reflektor + Temperli Cam
OPTIC Reflector+ Tempered Glass
IP KODU | IP40/IP44
IP CODE IP40/IP44
GIRIS GERILIMI (V) | 220V AC
INPUT VOLTAGE 220V AC
GUC FAKTORU (Cos @) | >0,90/0,95
POWER FACTOR (Cos 8) >(,90/0,95
RENKSEL GERI VERIM (CRI) | >80
COLOR RENDERING INDEX(CRI) >80




IKiLi COB LED DOWNLIGHT
DOUBLE COB LED DOWNLIGHT

MERLIN

MERLIN, yuvarlak dizayn edilmis ikili bir aliminyum
enjeksiyon COB LED downlight'tir. Diisiik watt'ta
yiksek limen giicii ile her mekanda sik bir aydin-
latma ortami saglamaktadir. LED ile driver arasinda
birbirine gecmeli kablolar kolay montaj saglamak-
tadir. 4 farkh modeli sayesinde her mekana uygun
dlctlere sahip olmasi ile avantajlidir.

MERLIN is a circular shaped double aluminium
injection COB LED downlight. Due to high lumen
power at lower watt, it creates an elegant atmos-
phere almost every space. Intertwined cables
between LED and driver provide easy installation.
MERLIN is a plus for having four different model
sizes that allows proper dimensions for various
locations.

URUN KODU TUKETIM GUCU (W)
PRODUCT CODE MPTION

ARMATUR LUMENI (Im)

FIXTURE W (Im)

VERIMLILI RENK SICAKLIGI (°K)
EFFICIENC ) ] °K)

GOVDE MATERYALI

Aliminyum

BODY MATERIAL

GOVDE RENGI
BODY COLOR

OPTIK

OPTIC

IP KODU

IP CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUC FAKTORU (Cos 9)

POWER FACTOR (Cos @)

RENKSEL GERI VERIM (CRI)

COLOR RENDERING INDEX(CRI)

Aluminium

RAL 9005/9009/9016
RAL 9005/9009/3016

Reflektér + Temperli Cam

Reflector+ Tempered Glass

IP40/IP44

IP40/IP44

220V AC

220V AC

>0,90/0,95
>0,90/0,95
>80

>80

/! a5 _\\
(ore @) [ oov
/




GU10 + COB LED DOWNLIGHT
TWl N FI_O H |T GU10 + COB LED DOWNLIGHT
TWIN FLORIT, kare dizayn edilmis ikili bir celik -
GU10 soketli + COB LED downlight'tir. Dustk s a
watt'ta yiiksek limen gicli ile her mekanda sik bir .
aydinlatma ortami saglamaktadir. LED ile driver . - &
arasinda birbirine gecmeli kablolar kolay montaj - » . N = .
saglamaktadir. - . - .
TWIN FLORIT is a double square shaped flat 2 .
recessed steel GU10 + COB LED downlight. The anr |y "
cooler is made of aluminium injection which | me .,L-“"'. anp- |
doesnt help only cool LED PCB but also extends el RECLLLNETRAA 1
lifespan of LED. Due to high lumen power at lower a u,l.:'. ]-, I" " |
watt, it creates an elegant atmosphere almost il 1411 "I" | l;!- I |
every space. il il
t\ﬂ)i Ii
EEEEn . I|

Mwm' i |

l

TUKETIM G UMENI (Im) VER1ML|LIK (Im/W) RENK SICAKLIGI (“K)
( T W) X FFIC n/W) E LATUREC

200 mm

100 mm
GOVDE MATERYALI Celik
BODY MATERIAL Steel

GOVDE RENGI | Beyaz/Siyah/Gri ,
BODY COLOR | White/Black/Grey ' - o 100 mm

OPTIK | 60D
OPTIC | 60D

IP KODU | 1P20/1P40
IP CODE | 1P20/IP40

GIRIS GERILIMI (V) | 220-240V AC
INPUT VOLTAGE | 220-240V AC

GUC FAKTORU (Cos @) | >0,90/0,95

POWER FACTOR (Cos @) | >0,90/0,95 “’ : e
RENKSEL GERi VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) | >80
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|iKiLi SMD LED DOWNLIGHT

RODONlT DOUBLE SMD LED DOWNLIGHT

RODONIT kare dizayn edilmig aliminyum enjeksi-
yon ikii bir SMD LED downlighttir. Onden
goriinimu dikddrtgen olup tavan montaj deliginin
de yuvarlak olmasi nedeniyle elektrikciler icin mon-
tajl kolaydir. Sogutucusu alliminyum enjeksiyon
olup LED PCB'nin sogumasina yardimci olmakla
beraber LED'In 6mriinii arttirmaktadir.

RODONIT is a square shaped double aluminium
injection SMD LED downlight. Its frontal appear-
ance Is rectangular and it is easy for electricians to
install as the diameter of the ceiling hole is circu-
lar. The cooler is made of aluminium injection
which doesnt help only cool LED PCB but also
extends lifespan of LED.

(W) ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
Fl E LUK 1 EFFIC (I 8 R TEM TUR

GOVDE MATERYALI | Aliminyum
BODY MATERIAL Aluminium
GOVDE RENGI | RAL 9005/9009/9016
BODY COLOR RAL 9005/9009/9016
OPTIK | Difiizor
OPTIC Diffuser
IP KODU | IP40/1P44
IP CODE | IP40/IP44
GIRIS GERILIMI (V) | 220V AC ; ;
INPUT VOLTAGE 220V AC ‘N?HWR !mzmm
GUG FAKTORU (Cos @) | >0,90/0,95
POWER FACTOR (Cos @) | >0,90/0,95 . Ly
Sinoi 194
RENKSEL GERI VERIM (CRI) | >80 e e
COLOR RENDERING INDEX(CRI) | >80 w2
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ZOISIT kare dizayn edilmis diiz-kademeli alliminyum
enjeksiyon ikili bir SMD led downlight' tir. Dustik watt'
ta yuksek limen giicii ile her mekanda sik bir aydinlat-
ma ortami saglamaktadir. Led ile driver arasinda
birbirine gegmeli kablolar kolay montaj saglamaktadir.
5 farkl modeli sayesinde her mekana uygun élciilere
sahip olmasi ile avantajlidir.

Z0ISIT is a double square shaped flat recessed
double aluminium injection SMD LED downlight.
Due to high lumen power at lower watt, it creates
an elegant atmosphere almost every space. Inter-
twined cables between LED and driver provide
easy installation. ZOISIT is a plus for having five
different model sizes that allows proper dimen-
sions for various locations.

e

GOVDE MATERYALI

BODY MATERIAL
GOVDE RENGI
BODY COLOR

OPTIK

OPTIC

IP KODU

|P CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUC FAKTORU (Cos @)
POWER FACTOR (Cos @)

RENKSEL GERI VERIM (CRI)

COLOR RENDERING INDEX(CRI)

IKILI SMD LED DOWNLIGHT
ZOISIT | pouste smp LED DOWNLIGHT

e

————

URUN KODU TUKETIM GUCU (W) ARMATUR LUMENI (Im) SICAKLIGI (°K)
DU NS XTURE LUMEN (Im) C EM R

- T

Aliminyum

Aluminium

RAL 9005/9009/9016
RAL 9005/9009/9016
Diftizor

Diffuser

[P40/1P44

IP40/IP44

220V AC
220V AC - . :
>0,90/0,95 W {mm)

>0,90/0,95

>80
.80
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PR|T liKiLi SMD LED DOWNLIGHT
| DOUBLE SMD LED DOWNLIGHT

PRIT, ikili yuvarlak model aliiminyum enjeksiyon bir
SMD LED downlight'tir. Onden gériintimii

yuvarlak olup tavan montaj deliginin de yuvarlak
olmasi nedeniyle uygulamacilar icin montaji kolay-
dir. Sogutucusu aliiminyum enjeksiyon olup LED
PCB' nin sogumasina yardimci olmakla beraber
LED'in émrlint arttirmaktadir.

PRIT is a double circular aluminium injection SMD
LED downlight. Its frontal appearance is circular
and it is easy for applicators to install as the diam-
eter of the ceiling hole is circular.The cooler is
made of aluminium injection which doesnt help
only cool LED PCB but also extends lifespan of
LED.

URUN KODU TUKETIM GUCU (W) ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
p JCT CODE C JMPTIO! W) FIXTURE LUMEN (Irm) NCY (Im/W) COLOR TEMP

GOVDE MATERYALI | Aliminyum

BODY MATERIAL Aluminium
GOVDE RENGI | RAL 9005/9009/9016
BODY COLOR RAL 9005/9009/9016
OPTIK | Diflizor
OPTIC Diffuser

IP KODU | IP40/IP44

IP CODE IP40/IP44

GIRIS GERILIMI (V) | 220V AC an
INPUT VOLTAGE | 220V AC s @"j] { oa0v
GUC FAKTORU (Cos @) | >0,90/0,95
POWER FACTOR (Cos @) | >0,90/0,95 . # {Tm’ e
o o B 5000K 500K 47 ) (- 104 q7
RENKSEL GERi VERIM (CRI) | >80 . e 48 | 117
COLOR RENDERING INDEX(CRI) | >80 B e R T ; S 147
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th SMD LED DOWNLIGHT N
KUPRIT ; \S

—=RMADA  LED DOWNLIGHT VRN

KUPRIT ikili, yuvarlak ve diiz kademeli aliminyum
enjeksiyon bir SMD LED downlight'tir. Dusuk
watt'ta yiksek Iimen glic ile her mekanda sik bir

aydinlatma ortami saglamaktadir. LED ile driver /

arasinda birbirine gecmeli kablolar kolay montaj \ ,

saglamaktadir. \ /

KUPRIT is a double, circular and recessed alumini ///

um injection S f_.' LI_L. downlight. Due to high =

lumen power at lower watt, it creates an elegant

atmosph almost every space. C

cables between LED and driver provide easy

installation.
URUN KODU TUKETIM GUCU (W) ARMATUR LUMENI (Im) " VERIMLILIK (Im/W) " RENK SICAKLIGI (°K)
PRODUCT CODE CONSUMPTION POWER (W) | FIXTURE LUMEN (Im) EFFICIENCY (Im/W) COLOR TEMPERATURE(?K)
47010100306 2x6 1080 90
47010100407 2x8 1440 90 4000
47010100408 2x12 2160 90

4701 01 00306 ‘ 47010100407 ‘ 47010100408

KESIN OLCUSU

GOVDE MATERYALI | Aliminyum

HIAL

GOVDE RENGI | RAL 9005/9009/9016
BODY COLOR RAL 9005/9009/90186
OPTIK | Difiizor
JPTIC Diffuser

[P KODU | IP40/IP44
P CODE IP44/1P44
GIRIS GERIL[M[ (V) 220V AC

oss “ ov 4
Dl“ MABLE 1 SMT,J'HUUR 3 SAAT/HOURS

GUL; FAKTORU (Cos cz}) >0,90/0,95 £\
TR oo mena segomerson | D(mm) | W(mm) | H{mm) | K(mm)
' S AN g oo aosx sodok sson 4701 0100308 70 194 97 2485
RENKSEL GEH' VEH[M {CH” >80 " Opsiyonel renk sicakliklari igin satis sorumlusuna daniginiz. 4701 0137 ! D ! 2 |3 il
COLOR RENDERING INDEX(CRI) ise getin | hga resenta ti . e 4701 0100408 75 294 147 2x130
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* Korozyona dayanikli altiminyum gdvde.

* Temperli cam.

* Su gecirmezligi saglayan plastik conta.

* Ultraviyole 1simaya dayanikli agik gri, antrasit gri
ve siyah elektrostatik toz boyall.

* Tek taraftan isik cikisi olacak sekilde tasarlandi.

* Dar, orta ve genis acl segenekleri meveuttur.

* Cift katmanli polyester toz boya sayesinde
korozyona ve tuza dayanikl gévde.

* Corrosion resistant die cast aluminium alloy.

* Thermal shock resistant safety glass.

* Weatherproof and durable silicone rubber gasket.

* Ultraviolet stabilized polyester powder coat finish
in black, dark gray and light gray finish.

* Designed for single-side light output.

* Narrow, medium and wide beam angles available.

* Double layer polyester powder paint resistant to
corrosion and salt spray fog.

GOVDE MATERYALI

BODY MATERIAL

GOVDE RENGI

BODY COLOR

OPTIK

OPTIC

I[P KODU

P CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUC FAKTORU (Cos 9)

POWER FACTOR (Cos @)

RENKSEL GERI VERIM (CRI)

COLOR RENDERING INDEX {CHI|

GIFT YONLU APLIK
VOLCANO | ip & pown watt g

Aliminyum

Aluminium

Siyah/Antrasit

pBlack/Anthracite

24D/36D

P40
P40

220-240V AC

220-240V Al

>0,90/0,95

\ an/n ag
1,90/0,95

>80

-80

s

URUN KODU TUKETIM GUCU (W)
PRODUCT CODE CONSUMPTION POWER (W)
37010101061 2x8
37010101062 2x12
60 mm
i
0 0
|
=
% @
(@) O
L5

G (= Q) [\ )
£\

NGOY COLDA OFTIONS

‘ ’ | | I 1
00K 4000 BOOOK 500K

* Opsiyonel renk sicakhiklari icin satis sorumlusuna daniginiz.

i
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ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
FIXTURE LUMEN (Im) EFFICIENCY (/W) COLOR TEMPERATURE(®K)
2x800 100
4000
2x1200 100
=
E
L 75 mm

| Bmm | Dimm
3701 01 01061 60x80x190 80
370101 01062 60x80x190 80



—er<MANAD/N

LIME, alliminyum govdedir ve buffle/ kaset/ petek
tavanlar icin uygundur. Istenen ozel olgilerde
yapilabilmektedir. COB LED/ SMB LED secenekleri

mevcuttur.

LIME 1s aluminum body LED luminaire. It is s
ble for buffle/casse ieycomb cellin
be made in special dimensions requestet

LED/ SMB LED options are available.

GOVDE MATE

GOVDE RENGI

BULY LA

|P KODU

GIRIS GERIL

GUC FAKTORU (Cos @)

RENKSEL GERi VERIM (CRI)

BUFFLE / KASET / PETEK TAVAN ARMATURU

LIME BUFFLE / CASETTE / HONEYCOMB CEILING LUMINAIRE

—e=r<MAD/N

., | Y

R

4

ez

e

i'ﬁi‘{/"%'ﬁ-‘,'

fff‘f

URON KoDU TUKETIM GUCO (W)  ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)

PRODUCT CODE CONSUMPTION POWER (W) FIXTURE LUMEN (lrm) EFFICIENCY (lrm/W) COLOR TEMPERATURE(?K)
37010101063 8 800 100
37010101064 12 1200 100 4000
370101 01065 15 1500 100
46 mm
N 'y
f o}
Celik ] = .
@ el 8
R7043 £
e =
1704 :
L A |
450
450 L 48 mm
P40
220-240V AC /—\ + +
2Z20-240V AL OFF o-10v
GaED (7 Q) [e [isdnon) [etiond
>0,90/0,95 \ | KaSAOLCUSU (mm) | TAVAN OLCOSO (mm) |  DERINLIK (mmi
0.90/0 95 L A——._ CASE SIZE mm) CEILING STZE (mm) DEPTH ()
V s ovon s0d0c on 37010101063 |  49/59/69/79/89 50/60/70/80/30 50
= _80 * Opsiyonel renk sicakliklan igin satis sorumlusuna danisimiz. 31010101064 ! 49/55/69/13/89 ! SBHT/R00 ! X
80 . e Sy ; it 37010101065 |  49/59/69/79/89 50/60/70/80/90 50
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iZ ARMATURU

'= E R M /\ D /\ C 0 H AL PATHWAY RECESSED LED LIGHTING

—e=rMANAON

* Yiksek koruma sinifina sahip, dis mekanlarda,
yere veya duvara gémme iz armatirii olarak
adlandirilir.

* Basinca dayanikh kalin tamperli cami sayesinde
dig mekanda guvenle kullanabilirsiniz.

* Aliminyum gdvdesi sayesinde korozyona kars!
dayanikli ve uzun émiirlidr.

Coral has high IP Class, suitable for outdoors
area and mounting type is ground or wall recessed
type luminaires

* You can safely use it in outdoors with high
pressure-resistant thick tempered glass.

* With its aluminium body, it Is resistant to corro-
sion and long lasting life time

URUN KoODU TUKETIM GUCU (W) ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
PRODUCT CODE | CONSUMPTION POWER (W) FIXTURE LUMEN (Im) EFFICIENCY (Im/W) COLOR TEMPERATURE(®K)
37010101058 45 GUI0 120
37010101059 - 8 | 960 | 120 4000
37010101060 - 12 | 1440 | 120 |

" p105mm
% B —

i . L /O)
GOVDE MATERYALI | Aliminyum ‘il A
BODY MATERIAL Aluminium E|
GOVDE RENGI | Siyah/Antrasit e E
BODY COLOR Black/Anthracite
OPTIK | 38D/24D/36D
OPTIC 380/240/260 I [
IP KODU | IP65/IP66 Mmm |
I[P CODE IPE5/IPBG
GIRIS GERILIMI (V) | 220-240V AC
GlG FRRIGHY [Cos ) | > [LAG.50 sl R
POV [I FALU -:..' \Los ) 0,90/0,95 BOSY COLOR GPTIDNS K i i - T —— ! T | 7 e
HENHKSE I‘_ GE Rl VERIM (CﬂRl) “ .80 * Opsiyonel renk sicakliklar icin satis sorumlusuna daniginiz. ST o T { L ! i LS
COLOR RENDERING INDEX (CRI) 80 8 Nl eI Al i SlA8 SanTES st e For RARARl Golnt amrerabie 3701 01 011060 105 17 160
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3 Watt giicindedir. E27, GU10, MR16 duy
secenekleri ve farkli renk sicakliklar meveuttur.

LUNA is 3 Watt powered product and has 3 diffe-
rent sockets: E27, GU10 and MR16. Different
colors temperatures are available.

URUN KODU
PRODUC IE

SPOT AMPUL

LUNA | spot suts

TUKETIM GUCO (W) | ARMATUR LUMENI (Im) VERIMLILIK (Im/W)

EFF CY (Im/V

NK SICAKLIGI (°K

GOVDE MATERYALI
BODY MATERIAL

GOVDE RENGI

BODY COLOR

OPTIK

OPTIC

IP KODU

IP CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUC FAKTORU (Cos @)
POWER FACTOR (Cos 8)

RENKSEL GERI VERIM (CRI)
COLOR RENDERING INDEX (CRI)

Aliminyum
Aluminium

Beyaz/ RAL Kodlarn
Black/ RAL Codes
Diflzor

Diffuser

IP20/IP40

IP20/1P40
220V AC
220V AC
>0,80
>0,80

>80
>80




5 Watt'tan 10Watt'a kadar farkl glglerde E27
duylu olarak dretilmektedir. Farkh renk sicakliklari

mevcuttur.

INCI is prod

A\ ~ 1N \ ’
VWatt to 10 varioL

temperatures are available.

URUN KODU TUKETIM GUCO (W)

PRODUCT CODE CONSUMPTION POWER (W)

35010100103

.
EE @‘I / oaov
3 / 1 SAAT/HOUR 35 HOR

~ DIMMABLE

ARMATUR LOMENI (Im)
FIXTURE LUMEN (Im)

126

INCI

LED AMPUL

LED BULB

VERIMLILIK (Im/W)
EFFICIENCY (Im/W)

60 mm

RENK SICAKLIGI (°K)
COLOR TEMPERATURE(K)

4

GOVDE MATERYALI

BODY MATERIAL

GOVDE RENGI

RODY COLI

OPTIK
OPTIC

|P KODU

GIRIS GERILIMI (V)
GUC FAKTORU (Cos @)

POWER FACTOR (Cos @)

RENKSEL GERi VERIM (CRI)

COLOR RENDERING INDEXUHERI)

127

Aliminyum

Bevaz/ RAL Kodlar

Diftzor

IP20/IP40

[PZ20/IP40

220V AC

>0,90

=0,90

>80



VIOLET 1w seor

Farkli ic mekanlann aydinlatmasinda kullanilan
minimal  tasarmli  bir mimari  aydinlatma
¢Ozimudir. VIOLET 1, perakende magazalar,
muzeler, sergi salonlari, toplanti odasi, koridor gibi
alanlarin aydinlatimasinda kullanilir. Lensli yapis
ile kamasma olusturmaz.

This is an architectural lighting solution with a
minimal design used for illumination of different
interior spaces. VIOLET 1 is used for illumination of
retall stores, museums, exhibition halls, meeting
rooms and corridors. It does not glare with its lens.

URUN KODU § (W)

e - - L 1)

ARMATUR LUMENI (Im) VERIMLILIK (Im/W)

RENK SICAKLIGI (°K)
EFFI C

GOVDE MATERYALI

BODY MATERIAL

Altiminyum
Aluminium

GOVDE RENGi | Beyaz
BODY COLOR | White

OPTIK | 35D/43D

OPTIC 350/43D

IP KODU | IP40

IP CODE 1P40

TAVAN KESIM OLGUSU

GIRIS GERILIMI (V) | 220-240V AC
INPUT VOLTAGE 220-240V AC
GUC FAKTORU (Cos @) | >0,90/>0,98
POWER FACTOR (Cos @) >0,90/>0,98
. . W (mm) H (mm) K (mm)
RENKSEL GERI VERIM (CRI) | >80 45
COLOR RENDERING INDEX (CRI) >80

128
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MINI SPOT

VIOLET 3|Vt sor

Farkli ic mekanlarin aydinlatmasinda kullanilan
minimal  tasarmli  bir mimari  aydinlatma
c6ziimuddr. VIOLET 3, perakende magazalari,
mizeler, sergi salonlari, toplanti odasi, koridor gibi
alanlarin aydinlatimasinda kullanilir. Lensli yapisi
lle kamagma olusturmaz.

This is an architectural lighting solution with a
minimal design used for illumination of different
interior spaces. VIOLET 3 is used for illumination of
retail stores, museums, exhibition halls, meeting
rooms and corridors. It does not glare with its lens.

ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
; 1)) EF C RE(?K)

65 mm

GOVDE MATERYALI | Aliminyum

BODY MATERIAL Aluminium

GOVDE RENGI | Beyaz/Siyah/Gri

BODY COLOR White/Black/Grey

OPTIK | 35D/43D

OPTIC | 35D/43D
IP KODU | IP40
IP CODE | 1P40

GIRIS GERILIMI (V) | 220-240V AC .
INPUT VOLTAGE | 220-240V AC e @) /‘\ 4

i e ___“ DIMMABLE
GUC FAKTORU (Cos @) | >0,90/>0,98

TAVAN KESIM OLCUSU

POWER FACTOR (Cos @) | >0,90/>0,98
. . i Ao, o D (mm) W (mm) H (mm) K {mm)
RENKSEL GERI VERIM (CRI) | >80 ; S - 75
COLOR RENDERING INDEX (CRI) ~80 : = Rl : 370 9 | [ 75
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MINI SPOT

VIOLET 4| i spor

Farkli ic mekanlarin aydinlatmasinda kullanilan
minimal  tasarmli  bir mimari  aydinlatma
¢ozlmidur. VIOLET 4, perakende magdazalari,
miizeler, sergi salonlari, toplanti odasi, koridor gibi
alanlarin aydinlatimasinda kullanilir. Lensli yapisi
lle kamasma olusturmaz.

This is an architectural lighting solution with a
minimal design used for illumination of different
interior spaces. VIOLET 4 is used for illumination of
retail stores, museums, exhibition halls, meeting
rooms and corridors. It does not glare with its lens.

URUN KODU
P DE

TUKETIM GUCU (W) ARMATUR LUMENI (Im) VERIMLILIK (Im/W)

RENK SICAKLIGI (°K)
IMPTIOR FIXTURE LUMEN (Irm) C )

75 mm

65 mm
GOVDE MATERYAL] Aliminyum £
BODY MATERIAL Aluminium ‘:’i
GOVDE RENGI Beyaz/Siyah/Gri =
BODY COLOR | White/Black/Grey g
OPTIK | 35D/43D
OPTIC | 35D/43D
TAVAN KESIM OLCUSU
[P KODU | IP4
IP CODE | IP40
GIRIS GERILIMI (V) | 220-240V AC
INPUT VOLTAGE | 220-240V AC '_m @
GUC FAKTORU (Cos @) | >0,90/>0,98
POWER FACTOR (Cos @) | >0,90/>0,98
. . D {mm] W {mm) H {mm)
RENKSEL GERI VERIM (CRI) | =80 75
COLOR RENDERING INDEX (CRI) >80
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| MINI SPOT

VlOLET 5 ' MINI SPOT

Farkli ic mekanlarin aydinlatmasinda kullanilan
minimal  tasarimli  bir mimari  aydinlatma
cozimuddr. VIOLET 5, perakende magazalari,
miizeler, sergi salonlari, toplanti odasi, koridor gibi
alanlarin aydinlatimasinda kullanilir. Lensli yapisi
lle kamagma olusturmaz.

This is an architectural lighting solution with a
minimal design used for illumination of different
interior spaces. VIOLET 5 is used for illumination
of retail stores, museums, exhibition halls, meet-
ing rooms and corridors. It does not glare with its
lens.

URUN KODU TUKETIM GUCU (W) ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)

| )E C FIXTURE LUMEN (Im) EF Y (I WD (0 k)

65 mm

GOVDE MATERYAL] Aliminyum
BODY MATERIAL Aluminium

GOVDE RENGI | Beyaz/Siyah/Gri
BODY COLOR White/Black/Grey

OPTIK | 35D/43D
OPTIC | 35D/43D
IP KODU | IP40
IP CODE | P40

GIRIS GERILIMI (V) | 220-240V AC
INPUT VOLTAGE 220-240V AC @ m

GUC FAKTORU (Cos @) | >0,90/>0,98

POWER FACTOR (Cos @) | >0,90/>0,98 !
RENKSEL GER' VEHIM (CR” >80 W f 53¢ i = 0 (mm) W (mm) H (mm) K (mm)
COLOR RENDERING INDEX (CRI) | >80 : 42 370101 01072 36 45 B
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VIOLET 8|8

Farkli ic mekanlarin aydinlatmasinda kullanilan
minimal  tasanmli  bir mimari  aydinlatma
cOziimidir. VIOLET 6, perakende magazalari,
miizeler, sergi salonlari, toplanti odasi, koridor gibi
alanlarin aydinlatiimasinda kullanilir. Lensli yapisi
lle kamagma olusturmaz.

This is an architectural lighting solution with a
minimal design used for illumination of different
interior spaces. VIOLET 6 is used for illumination
of retall stores, museums, exhibition halls, meet-
ing rooms and corridors. It does not glare with its
lens.

URUN KODU TUKET ARMATUR LUMENI (Im) VERIMLILIK (Im/W RENK SICAKLIGI (°K)
F “ODE ' 1P (W)|  FIXTURE (Im) EFFIC V) C MPERATURE(®K)

164 mm

GOVDE MATERYALI Aliminyum
BODY MATERIAL Aluminium

GOVDE RENGI | Beyaz/Siyah/Gri .
BODY COLOR | White/Black/Grey SiM OLCOSO

OPTIK | 18D/35D
OPTIC 18D/35D

IP KODU | IP40
IP CODE | 1P40
GIRIS GERILIMI (V) | 220-240V AC
INPUT VOLTAGE | 220-240V AC Coak (o Q) Y 4

GUC FAKTORU (Cos @) | >0,90/>0,98 :
POWER FACTOR (Cos @) >0,90/>0,98

- ‘ 2i i sago sscion nm) [im|J H L'mm :l
RENKSEL GERI VERIM (CRI) | >80 N D 45
COLOR RENDERING INDEX (CRI) | >80 < : 45
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| LINEER LED AYDINLATMA

.'_ E R M /\ D/\ SAH H I— [ LINEAR LED LIGHTING

Sk tasanmi ile toplantt masalarinizin ve giris
bankolarinizin  dekoratif aydinlatimasini saglar.
Istenen boy ve giiclerde tasarlanabilir.

|
clietom lenathe and nower
CUsSIom lendgtns and powel

URUN KODU TUKETIM GUCU (W) ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
PRODUCT CODE CONSUMPTION POWER (W) | FIXTURE LUMEN (Im) EFFICIENCY (Im/W) COLOR TEMPERATURE(®K)

553 4 100
*Uriin 5 cm tlari alarak lire

400 mm Katlar 100 mm
. 100m

T MONTAJ

.

—
74 Y
( oFr @) [ o-10v + +
\ / DIMMABLE 1 SAAT/HOUR 3 SAAT/HOURS|

I |
S000K B500K

rerMANADON

GOVDE MATERYALI

BODY MATERIAL
GOVDE RENGI
BODY COLOR
OPTIK

OPTIC

IP KODU

IP.CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUG FAKTORU (Cos @)
POWER FACTOR (Cos B)

RENKSEL GERI VERIM (CRI)
COLOR RENDERING INDEX (CRI)

139

Aliminyum
Alumimium

Gri

Grey
Diftizor
Diffuser

IP20/IP40
1P20/1P40

220V AC
220V, AC

>0,90
> (1,90

>80

>80



LINEER LED AYDINLATMA

SAHH ‘ LINEAR LED LIGHTING

SAFIR armatiriimiiz farkli boy,genislik ve guiclerde
uretilebilmektedir. Ug uca ekleme ile kesintisiz bir
Ik kaynadl olarak kullammi mimkindir. LED
kaynagindan cikan 1sik, opal yapili difiizérden
gecerek son derece homojen ve soft ortamlar
yaratir.

SAFIR luminaires are produced in different heights,
lengths and powers. Moreover, it's possible to add
end to end to each other for new lengths with for
new lenghts with contionous light source. The
light from the LED source passes through the opal
diffuser, creating homogeneous areas.

GOVDE MATERYALI Aliminyum
BODY MATERIAL Aluminium

GOVDE RENGI Beyaz/Siyah/Gri
BODY COLOR White/Black/Grey

OPTIK | Difizor
OPTIC Diffuser
IP KODU | IP20
IP CODE IP20

GIRIS GERILIMI (V) | 220V AC
INPUT VOLTAGE | 220V AC coatD (= Q) =\

GUG FAKTORU (Cos @) | >0,90 "
POWER FACTOR (Cos @) >0,90

RENKSEL GERI VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) | >80
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—e=r<MANAON

Gomme tip SAFIR armatirimiz farkh boy,genislik
ve glclerde iretilebilmektedir. U¢ uca ekleme ile
kesintisiz bir igik kaynadi olarak kullanimi mim-
kiindir. LED kaynagindan cikan 1sik, opal yapil
difiizérden gecerek son derece homojen ve soft
ortamlar yaratir.

Our flush type SAFIR luminaires are produced in
different heights, lengths and powers. Moreover,
it's possible to add end to end to each other for
new lengths with for new lenghts with contionous
light source. The light from the LED source passes
through the opal diffuser, creating homogeneous
areas.

TAVAN

< 4
o Q \ / o-t0v 4
___/'J blM"ABLE 1 SAAT/HOUR

| SIVA ALTI LINEER LED AYDINLATMA
SAFIR| suspenoe ceiLing

RENK SICAKLIGI (°K)

R TEMPERATUR

rerMANAON

GOVDE MATARYELI
BODY MATERIAL

GOVDE RENGI
BODY COLOR

OPTIK
OPTIC

|P KODU
P CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUC FAKTORU (Cos 0)
POWER FACTOR (Cos @)

RENKSEL GERI VERIM (CRI)
COLOR RENDERING INDEX(CRI)
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Aliminyum
Aluminium

Beyaz/Siyah/Gri
White/Black/Grey
Diftizor

Diffuser

IP20/IP40
|P20/1P40

220V AC
220V AC

>0,90
>0,90

>80

>80



—e=r<MNA\DN

Siparise gore Uretilen ve gik bir gériinime sahip
olan bu armaturler LED 1sik kayna@ ile yiksek
verimli bir sekilde calismakta ve cesitli giic ve
boyutlarda (iretiimesi ile mekanlarin aydinlatil-
masin da kolaylik saglar.

Surface Mounting have a stylish outlook, work
with the LED light source in a highly efficient way
and provide the homogenous lighting areas with
the production of various power and dimensions,
which are produced according to the order

*Elektrostatik Toz Boyall Alliminyum Ekstriizyon

*Yiksek gecirgenlikli opal diftzér

*Yiksek verimli driver

*SMD Led Teknolojisi

*3000K/4000K/6500K isik renk secenekleri

*Istenilen dlciilerde ve farkl kombinasyonlarda tiretim
*istenilen RAL kodlarinda {iretim

*Profil dlgtist: H:45, 70, 80, 100, 120mm

144

SURFACE MOUNTED DECORATIVE LUMINAIRES

SKY SIVA USTU DEKORATIF ARMATURLER
|

 —

* Electrostatic powder coated aluminum extrusion

* High transmission opal diffuser

* High efficiency driver

* SMD Led Technology

* 3000K / 4000K / 6500K light color options

* Production in requested sizes and different combinations
* Production in requested RAL codes

* Profile size: H: 45, 70, 80, 100, 120mm

—erMAD/N

SKY-Y
4701 01 00241

SKY-S
4701 01 00242

SKY-SINUS
4701 01 00243

SKY-PLUS
4701 01 00244

SKY-SQUARE
4701 01 00245

SKY-DELTA
4701 01 00246

—/
< 7 C

SKY-AREA
4701 01 00247

SKY-DRUM
4701 01 00248

SKY-STAIRS SKY-CLOUD

4701 01 00249 : 4701 01 00250
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SARKIT DEKORATIF ARMATURLER
SKY

— — ﬂ M A D /\ PENDANT DECORATIVE LUMINAIRES — —= ﬂ M /\ D /\
Dekoratif sarkit armatiirler gérsel konfora ve kaliteli LLITLLL TSI LS LTI

Isiga gerek duyulan mekanlarda, mimari aydinlat- SKY-BUBBLE SKY-CIRCLE
manin énemli bir parcasini olusturur. Bu yiizden 4701 01 00251 4701 01 00252 .

armatlirlerde teknik ile estetik, fonksiyon ile deko-
ratiflik bir arada sunulmaktadir. Kullanilan yiiksek
verimli LED'ler ile armatiir verimliligi de én plana
ctkmaktadir. Projeye 6zel olarak istenilen giig ve
ebatlarda dretimi ile mekanlarin aydinlatiimasin da
kolaylik saglar.

Decorative pendant luminaires are an

part of architectural lightings in places \
visual comfortability a ality

Aesthet ra

togethe

forefront with high efficiency LEDs. It provides the SKY-FRAME SKY-X
opportunity to illuminate the envioronment or 4701 01 00253 4701 01 00254
are th the requested production power and
dimensions in custom made solution in special
projects.
SKY-MIX . SKY-LAYER
4701 01 00255 4701 01 00256
SKY-LIFE __ SKY-WAY
4701 01 00257 l 4701 01 00258
|
*Elektrostatik Toz Boyal Altiminyum Ekstriizyon * Electrostatic powder coated aluminum extrusion ]|
*Yiksek gecirgenlikli opal difizér * High transmission opal diffuser :
*Yiksek verimli driver * High efficiency driver
*SMD Led Teknolojisi * SMD Led Technology
*3000K/4000K/6500K isik renk secenekleri * 3000K / 4000K / 6500K light color options SKY-ANGEL SKY-SPRING
*|stenilen élciilerde ve farkl kombinasyonlarda iiretim | * Production in requested sizes and different combinations 47010100259 4701 0100260
*Istenilen RAL kodlarinda tiretim * Production in requested RAL codes
*Profil dlgiist: H:45, 70, 80, 100, 120mm * Profile size: H: 45, 70, 80, 100, 120mm
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SKY | APLIK ARMATURLER
—er<MAD/N ALL LUBHNAIRES
N
Duvar aplikleri zarif yapisi ve dekoratif tasarimi ile N
sik ve estetik bir durus sergilemektedir. Duvarda N
yarattigi hos efektler 1sik renginin istenilene gére
{retilmesi ile ortamlari daha da uyumlu hale getirir.
™~
R
N
™~
N

SKY-WAVE "4 SKY-STAR
3701 01 00265 370101 0

*Elektrostatik toz boyali aliminyum ekstriizyon gévde
*Yuksek gecirgenlikli opal difiizor

*Yuksek verimli driver

*SMD Led Teknolojisi

*3000K/4000K/6500K 1sik renk secenekleri

*istenilen dlciilerde ve farkli kombinasyonlarda iretim

*istenilen RAL kodlarinda tiretim

*Profil dlgtisi: 8x35mm
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SLIM LINEER LED AYDINLATMA
SLIM LINEAR LED LIGHTING

SUR

Gergi tavan ve gizli aydinlatma uygulamalarinda

farkll tasarimlara ilham veren ekonomik bir
uriinddr.Uzun sdreli kullanim gerektiren projeler
icin idealdir. Farkli boylarda modiillerden olugan
tasarimi, modul sayilarinin artirlip azaltimasina ve
farkl giic-limen degerlerinin elde edilmesine
olanak saglar.

SUR is an economical product that inspires differ- s
ent designs in hidden lighting applications. It is vy
ideal for projects that require long-term usage. In
different lenght design, it can reach various
power-lumen values.

URUN KODU

TOKETIM GUCU (W/m)
_ODE [ )

ARMATUR LUMENI (Im)

FIXTURE LUME

VERIMLILIK (Im/W) RENK SICAKLIGI (°K

30 mm katlan -

C

=1 T B

k|
)Y

GOVDE MATERYALI | Aliminyum
BODY MATERIAL Aluminium
GOVDE RENGI | Gri
BODY COLOR Grey
OPTIK | Difiizor
OPTIC Diffuser
IP KODU | IP20/IP40
IP CODE IP20/1P40
GIRIS GERILIMI (V) | 12/24V DC
INPUT VOLTAGE 12/24V DC
GUC FAKTORU (Cos @) | >0,90
POWER FACTOR (Cos @) >0,90
RENKSEL GERI VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) >80




IP65 koruma sinifi ile cizgisel ve kesintisiz aydinlat-
ma saglamak amaciyla bina cephelerinin dekoratif
aydinlatmasinda kullanilir. DMX kontrolliidiir. Ozel
montaj ve ayak sistemleri ile her tiirlli cephe ve
yizeye rahatlikla uygulanabilmektedir.

It is used for decorative lighting of building facades
in order to provide linear and continuous lighting
with IP65 protection class. They are controlled by
DMX system. It can be easily applied to all kinds of
facade areas and surfaces with special mounting
systems.

GOVDE MATERYALI

BODY MATERIAL

GOVDE RENGI

BODY COLOR

OPTIK

OPTIC

IP KODU

IP CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUC FAKTORU (Cos 0)

POWER FACTOR (Cos @)

RENKSEL GERI VERIM (CRI)

COLOR RENDERING INDEX (CR)

PHOENIX COLOR

Alliminyum
Aluminium
Gri
Grey
Diftizor
Diffuser
IP65

IP65

220V AC
220V AC

>0,90
>0,90

>80
-80

LINEER LED AYDINLATMA
[ LINEAR LED LIGHTING

ol

A

]

PR T T 5V

ARMATUR LUMENI (Im) VERIMLILIK (Im/W

JRE LUMEN (Im) /W)

80 mm

1 SAAT/HOUR

-~ DIMMABLE
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* Korozyona dayanikli aluminyum profil gévde.

* Silikon contalr.

* Power led uyumlu.

* Akilli sogutma tasarimi.

* Dar, orta ve genig acl segenekleri mevcuttur.

* Hareketli montaj ayaklari ile tavana ve duvara
monte edilebilir.

* Corrosion resistant aluminium extruded body.

* Silicon rubber gaskets.
* Power Led.
* Clever thermal design.

* Narrow, medium and wide beam angles available.
* It can be assembled both wall and ceiling with

adjustable mounting legs.

GOVDE MATERYALI
BODY MATERIAL

GOVDE RENGI
BODY COLOR

OPTIK
OPTIC

IP KODU

IP CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUC FAKTORU (Cos @)
POWER FACTOR (Cos @)

RENKSEL GERi VERIM (CRI)
COLOR RENDERING INDEX (CRI)

MERCAN GEN 2

Aliminyum
Aluminium

Gri
Grey

15-30-45-60 Derece

15-30-45-60 Degree

IP65/IP66
IP65/IP66

220-240V AC
220-240V AC

>0,90/>0,98
>0,90/>0,98

>80
>80

WALLWASHER
WALLWASHER

ARMATUR LUMENI (lm) VERIMLILIK (Im/W) = RENK SICAKLI

D FIXTURE LUMEN (Im) | EFFICIENCY (Im/W)



Kuyumcu aydinlatmasi icin 6zel tasarlanmig LED
armaturlerdir. Vitrininizdeki drtinleri daha ihtisamli
ve daha giizel géstermek icin ideal Griindiir. Ozel
tasarlanmig lensi ile daha sik bir goriinime sahip-
tir.

KARAT is specially designed LED luminaires for
jewelry store lighting. It is the ideal product to
show the products in your shop window more
splendidly and more beautiful.

GOVDE MATERYALI
BODY MATERIAL

GOVDE RENGI
BODY COLOR

OPTIK
OPTIC

IP KODU

IP CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUG FAKTORU (Cos 0)
POWER FACTOR (Cos @)

RENKSEL GERI VERIM (CRI)
COLOR RENDERING INDEX (CRI)

KARAT

Aliminyum
Aluminium

Siyah/Beyaz
Black/White

Lens
Lens

IP40/1P40
IP40/IP40

220V AC
220V AC

>0,90
>0,90

>80
>80

MUCEVHERAT ARMATURU
JEWELRY LUMINAIRE

240 mm

=)

"/ DIMMABLE LA

(W) | ARMATUR LUMENI (Im)

FIXTURI
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VERIMLILIK (Im/W) RENK SICAKLIGI (°K

COLOR TEMPERA

180 mm



YUKSEK TAVAN LINEER AYDINLATMA
— RM/\D/\ APOLLO NOVA HIGH BAY LINEAR LIGHTINI — ERM/\D/\

il

Fabrika ve lretim alanlarinda, yikksek tavanlarda
farkll 1sik acilan ile bircok sektdrde kullanilan

APOLLO NOVA: vyiiksek enerji tasarrufu, bakim " ' -~ X ' = ———h / . A sy,

kolayhgi, uzun 6mdr, is glvenligi ve daha bircok
konuda avantaj saglamaktadir.

0110 NOYA

URUN KODU I TUKETIM GUcU (W) ARMATOUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
PRODUCT CODE CONSUMPTION POWER (W) | FIXTURE LUMEN (Im) EFFICIENCY (im/W) COLOR TEMPERATURE(®K)
350106 05703 40 5000 125
3501 06 05803 380 10,000 125
350106 05903 120 15,000 125 4000
3501 06 06503 160 20,000 125
3501 06 06203 200 25,000 125
- 1280 mm -
. 1090 mm J
% 900 mm J
N . . 700 mm J
GOVDE MATERYALI | Aliminyum i ST0 1
BODY MATERIAL | Aluminium
- - - = i
GOVDE RENGI | Siyah/Gri E
BODY COLOR 3lack/Grey ‘ H [ ?De
OPTIK | Reflektor+Temperli Cam '

|
—

IP KODU | IP65

S i e . . SARKIT MONTAJ TAVA MONTAJ BUSBAR MONTAJ
G|H|§ GERILIMI (V) 220V AC B '
GUC FAKTORU (Cos @) >0,90

] | 1 |
2000 4000K S000K BE0OK

RENKSEL GERIi VERIM (CRI) | >80

* Opsiyonel renk sicakliklar icin satig sorumlusuna damiginiz.
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YUKSEK TAVAN LINEER AYDINLATMA

APO I-]-O NOVA L HIGH BAY LINEAR LED LIGHTING

—e=rMANAON

—e=rMANAON

Fabrika ve Uretim alanlarinda, yiksek tavanlarda
farkl 1sik acilan ile bircok sektorde kullanilan
APOLLO NOVA L; yiiksek enerji tasarrufu, bakim
kolayligl, uzun émdr, is glvenligi ve daha bircok
konuda avantaj saglamaktadir.

APOLLO NOVA L is very easy to use in facilities,
factories and high bay roofs with different light
angles. Additionally, APOLLO NOVA L can bring
advantange to the users with high energy saving,
easy to maintenance, wiith work safety.

URUN KODU TUKETIM GOCU (W) | ARMATUR LOMENI (Im) | VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
'PRODUCT CODE CONSUMPTION POWER (W) | FIXTURE LUMEN (Im) EFFICIENCY (Irm/W) COLOR TEMPERATURE(®K)
37010101176 ‘ 80 10000 125
3701 0101177 \ 100 12500 125
37010101178 \ 120 15000 125 4000
37010101179 \ 150 18750 125
37010101180 | 200 25000 125
60 mm. 1200 mm
|1 |
e . l U u U
GOVDE MATERYALI | DKP Sac £ 1,
BODY MATERIAL | DKP Sac = I
GOVDE RENGI | istege Bagli v f
BODY COLOR | Optional
OPTIK | 35D/43D i S
OPTIC | 35D/43D S5 § X ¥
IP KODU | IP65 =) % ) .-. f
IP CODE | P85
GIRIS GERILIMI (V) | 220-240V AC —
INPUT VOLTAGE | 220-240V AC @ i | imH tw i
DIMMABLE L3 LS e
GUC FAKTORU (Cos @) | >0,90/>0,98 N\
POWER FACTOR (Cos @) 0,90/>0,98 = , . ,
HEN KSELGERI VEHIM (CR” =80 * Opsiyonel renk sicakliklari icin satis sorumlusuna daniginiz.
COLOR RENDERING INDEX (CRI) | >80 Sl de st S i
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—e=rMANADOAN

FERLIN 90°, IP40 ve IP54 koruma sinifi ile otopark,
depo, 1slak ve nemli alanlarda giivenli bir aydinlat-
ma sunmaktadir. Geleneksel aydinlatma sistemleri
ile kiyaslandidinda uzun 6miir ve enerji tasarrufu
saglamaktadir. ~ Bunun yaninda kolay montaj
imkanina da sahiptir.

FERLIN 90° with IP40 and IP54 protection class
provides secure lighting in parking areas, ware-
house, wet and humid areas. Moreover, It
provides longer life and energy saving compared
to traditional lighting systems. Also FERLIN 90
have easy installation system.

GOVDE MATERYALI

BODY MATERIAL

GOVDE RENG]

BODY COLOR

OPTIK

aPTIC

IP KODU

|IF CODE

GIRIS GERILIMI (V)

INPUT VOLTAGE

GUC FAKTORU (Cos @)

POWER FACTOR (Cos @)

RENKSEL GERIi VERIM (CRI)

COLOR RENDERING INDEX (CRI)
162

FERLIN 90°

Aliminyum

Aluminium

Siyah/Gri
Black/Grey
Diflizor
Diffuser

IP40/IP54/IP65

IP40/1P54/IPB5
220V AC
220V AC
>0,90

0,90

>80

=80

| LINEER LED AYDINLATMA
| LINEAR LED LIGHTING

NP T

URUN KODU TUKETIM GUCU (W)  ARMATUR LUMENI (Im) =~ VERIMLILIK (Im/W)
PRODUCT COBE CONSUMBTION POWER (W) FIXTURE LUMEN (Im) EFFICIENCY (Im/W)
25010134203 22 2640 120
35010130803 33 3960 120
350106 08203 44 5280 120
750 mm " Products
1130 mm
1500 mm

e

cmaip (» Q) [ B )

1 ] 1
IDI0K. ADOOK. BOO0K uolou

* Opsiyonel renk sicakliklan igin satig sorumlusuna daniginiz,
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'RENK SICAKLIGI (°K)
COLOR TEMPERATURE(®K)

4000

‘_EJEn— 5.5 ar_:-\je Eatlz;riu_lafaﬁﬁeli@il}naedi;.

an e produced al multiples:of 3,3 Cf




o | LINEER LED AYDINLATMA
FERUN 120 LINEAR LED LIGHTING

FERLIN 120°, IP40 ve IP54 koruma sinifi ile opal
difizérin yaydigi soft ve homojen Is1g1 sayesinde
otopark, depo, islak ve nemli alanlarda giivenli bir
aydinlatma sunmaktadir. Geleneksel aydinlatma
sistemleri ile kiyaslandiginda uzun émir ve enerji
tasarrufu saglamaktadir. Bunun yaninda kolay
montaj imkanina da sahiptir.

FERLIN 120° IP40 and IP54 protection class with
the soft and homogeneous light emitted by the
opal diffuser provides safe lighting in parking,
storage, wet and damp areas. Compared to tradi-
tional lighting systems, FERLIN 120° provides long
life and energy savings. FERLIN 120° has easy
installation.

ARMATUR LUMENI (Im) VERIMLILIK (Im/W) RENK SICAKLIGI (°K)

LI {m) EFF

GOVDE MATERYALI | Aliminyum
BODY MATERIAL Aluminium

GOVDE RENGI | Siyah/Gri
BODY COLOR Black/Grey

OPTIK | Difiizor
OPTIC Diffuser

IP KODU | IP40/IP54/IP65
IP CODE | IP40/IP54/IP65

GIRIS GERILIMI (V) | 220V AC
INPUT VOLTAGE | 220V AC

GUC FAKTORU (Cos @) | >0,90
POWER FACTOR (Cos @) >0,90

RENKSEL GERI VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) >80
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LINEER LED AYDINLATMA

FERUN NOVA LINEAR LED LIGHTING

FERLIN NOVA, aliiminyum yapisi ve IP65 koruma
sinifi ile otopark, depo, i1slak ve nemli alanlarda
giivenli bir aydinlatma saglamakla birlikte alternatif
olusturmaktadir. Geleneksel aydinlatma sistemleri
ile kiyaslandiginda uzun émiir ve enerji tasarrufu
saglamaktadir.

FERLIN NOVA is an alternative with IP65 protec-
tion class, providing safe lighting in parking,
storage, wet and damp areas. Moreover, it
provides longevity and energy saving compared to
traditional lighting systems.

URUN KODU MONTAJ TIPI TUKETIM GUCU (W) | ARMATUR LUMENI (im) VERIMLILIK (Im/W) | RENK SICAKLIGI (°K)
PRODUCT CODE MOUNT A v (/W) | COLOR TEMPERATURE(OK

IOUNTING TYPE ~ |CONSUMPTION POWER(W)| FIXTURE LUMEN (Im) |  EFFICIENCY. (I

1218 mm

GOVDE MATERYALI | Aliiminyum _ _-
BODY MATERIAL Aluminium = * [ B1mm |

GOVDE HENG' Slyah/Gn 1234 mm
BODY COLOR Black/Grey

OPTIK | Difiizor
OPTIC | Diffuser

IP KODU | IP65
IP CODE | IPB5

GIRIS GERILIMI (V) | 220-240V AC =
INPUT VOLTAGE | 220-240V AC ¢ DALLD (ore Q) /—\ =
GUC FAKTORU (Cos @) | >0,90/>0,98
POWER FACTOR (Cos @) | >0,90/>0,98

RENKSEL GERI VERIM (CRI)
COLOR RENDERING INDEX (CRI)




FERLIN POLY, polikarbon gévde yapisi ve IP65
koruma sinifi ile otopark, depo, islak ve nemli
alanlarda giivenli bir aydinlatma saglamakla birlikte
alternatif olusturmaktadir. Geleneksel aydinlatma
sistemleri ile kiyaslandiginda uzun émiir ve ener)i
tasarrufu saglamaktadir.

FERLIN POLY, has polycarbonate body with IP65
protection class, providing safe lighting in parking,
storage, wet and damp areas. Moreover, it
provides longevity and energy saving compared to
traditional lighting systems.

GOVDE MATERYALI
BODY MATERIAL

GOVDE RENGI
BODY COLOR

OPTIK
oPTIC

P KODU

IP CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUC FAKTORU (Cos @)
POWER FACTOR (Cos @)

RENKSEL GERi VERIM (CRI)
COLOR RENDERING INDEX (CRI)

FERLIN POLY

Polikarbon
Polycarbonate

Gri
Grey

Opal Pc
Opal Pc

IP65/IP66
IP65/IP66

220-240V AC
220-240V AC

>0,90/>0,98
>0,95/>0,98

>80
>80

LINEER LED AYDINLATMA
LINEAR LED LIGHTING

.....". / oaov
*/ pimMaBLE U

ARMATUR LOUMENI (Im)
FIXT

URE LUME
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VERIMLIL

IK (Im/W)

RENK

SICAKLIGI (°K)

IR TEMPERATURE(CK)




==RMADA SAFE-ER

Yiksek sizdirmazlik gosteren gévdesi ile patlayici
ortamlarda kullanim icin idealdir. Genig limen
paketi ile genel aydinlatma ihtiyacini kargilar.

GOVDE MATERYALI | Aliminyum

GOVDE RENGI | RAL 1003
OPTIK | Diftzér

IP KODU | IP65

GIRIS GERILIMI (V) | 220V AC
INPUT VOLTAGE | 220V A

ORU (Cos @) | >0,90

GUC FAKT

RENKSEL GERI VERIM (CRI) | >80

NDEX (CRI)

170

EX-PROOF LED ARMATUR

EX-PROOF LED LUMINAIRE

URUN KODU TUKETIM GUCU (W) ARMATUR LUMENI (Im)
PRODUCT CODE CONSUMPTION POWER (W) FIXTURE LUMEN (lm)
350117 00403 22 2640
350117 00503 44 5280
350117 00603 66 7920

800 mm
1200 mm
1590 mm

—rerMANAON

VERIMLILIK (Im/W) RENK SICAKLIGI (°K)

EFFICIENCY (Im/W) COLOR TEMPERATURE(®K)
120
120 | 4000
120

* Atex Zone?2 sertifika sahiptir.

e

G (= Q) ) o
&,

* Opsiyonel renk sicakliklar igin satig sorumlusuna damiginiz.

ADOOK. S000K BEDOK.
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LED PROJEKTOR

X-RISE ‘ LED PROJECTOR

—

—_—

- e

Farkli tasanmi ile yiksek giclere ulasan X-RISE
projektor sagladigi enerji tasarrufu ile konvansi-
yonel ve az verimli aydinlatma sistemlerinin degisi-
mi icin idealdir. Limanlarda, genis alanlarda ve
endistriyel tesislerin aydinlatiimasinda kullaniimak
Uzere ozel tasarlanmistir.

L PRt e e i i s i .

X-RISE projector has a unique design and can
reach high powers while providing energy savings
compared to conventional and low-efficiency
alternatives. This product is specially designed for
using in large areas like industrial plants and
docks. This projector is eco firendly.

TUKETIM GOCU (W) ARMATUR LUMENI (Im) VERIMLILIK (Im/W)

RENK SICAKLIGI (°K)
MPTIO ) FIXTURE LUMEN (Im) EFFIC )

MPERAT

GOVDE MATERYALI | Aliminyum
BODY MATERIAL | Aluminium
GOVDE RENGI | RAL Kodlari
BODY COLOR RAL Codes
OPTIK | Lens
OPTIC | Lens
IP KODU | P66
IP CODE | 1P66
GIRIS GERILIMI (V) | 220V AC Wy
INPUT VOLTAGE | 220V AC (orr @) m
GUC FAKTORU (Cos @) | >0,90 -
POWER FACTOR (Cos @) | >0,90
RENKSEL GERI VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) | >80




YUKSEK TAVAN LED PROJEKTOR
HIGH BAY LED PROJECTOR

JARUN

7

ZEUS projektor, yiksek ortam sicakhiginda sorun
clkarmadan calisabilen gercek bir endistriyel
aydinlatma armatiiriidir.  Uretimin  kesintiye
ugramamasl, siklikla arizadan dogan is kayiplarinin
onine gecilmesi ve isletme maliyetlerinin
distrilmesinde son derece etkilidir.

ZEUS projector is a real industrial lighting luminaire
that can work without any problems at high ambi-
ent temperature. It plays very effective role in
reducing the lighting cost in long term without
operational loss and interruptions due to break-
downs.

URON KoDU TUKETIM GOCU (W) = ARMATUR LUMENI (Im) VERIMLILIK (Im/W
"ODE ( 10 FIXTURE LUMEN (Irm) EFFIC

I ek
11T

GOVDE MATERYALI Aliiminyum
BODY MATERIAL Aluminium
GOVDE RENGI | Beyaz/Gri
BODY COLOR White/Grey
OPTIK | Lens
OPTIC Lens
IP KODU | 1P20/IP40
IP CODE 1P20/1P40
GIHiS GERILIMI (V) | 220V AC . -
INPUT VOLTAGE | 220V AC ) /\ 4
..__‘__ _‘/ Dl“"ﬂBLE 1 SAAT/HOUR
GUQ FAKTORU (Cos @) | >0,90
POWER FACTOR (Cos @) >0,90
RENKSEL GERI VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) >80
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* Aluminyum enjeksiyon sogutucu govde

* Min 50.000 agma/kapama

* Aktif PFC >0.9 ve THD < %10
* Akaryakit Istasyonlan, Yiiksek tavan

* Aluminum injection body
* Min 50.000 on/off cycles

* Active PFC >0.9 ve THD < %10

* Fuel stations, High bay

GOVDE MATERYALI
BODY MATERIAL

GOVDE RENGI
BODY COLOR

OPTIK
0PTIC

IP KODU

IP CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUC FAKTORU (Cos @)
POWER FACTOR (Cos @)

RENKSEL GERI VERIM (CRI)
COLOR RENDERING INDEX (CRI)

CANOPY GEN 2

Alliminyum
Aluminium

Beyaz

White

Temperli Cam

Tempered Glass

IP65/IP66
IP65/IP66

220-240V AC
220-240V AC
>0,90/>0,98
>0,90/>0,98

>80
-80

176

BENZINLIK & YUKSEK TAVAN ARMATURU
CANOPY & HIGH BAY LED LIGHTING

408 mm

ARMATUR LUMENI (Im)
FIXTURE LUMEN (lrm)

408 mm

OFF @:, { oaov
*/ piMmMAaBLE Lisastvou

nk sicakliklar icin sat

sorumlusuna danisiniz
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| LED PROJEKTOR
/\ TRON | LED PROJECTOR

—==MAD

TRON Projektor, IP66 koruma sinifina sahip gercek
bir dis ortam aydinlatma armatirlidir. Yiksek
enerji verimliligi ile konvansiyonel ve az verimli
aydinlatma sistemlerinin degisimi icin idealdir.

TRON projector is a true definition of outdoor
lighting luminaires with IP66 protection class. It is
ideal for changing from conventional and less
efficient  lighting systems to the high energy
efficiency systems.

GOVDE BOYUTU TUKETIM GUCU (W) ARMATUR LUMENI (im) ~VERIMLILIK (Im/W) RENK SICAKLIGI (°K)
BOC i 1)) FIXTURE LUMEN (Im) EFFICIENCY (ImyV Cc

= 80 mm
300 mm 80 mm.

70 mm

240 mm

GOVDE-1

"/ DIMMABLE LSkkT.-"HOUP 3 SAAT/

178 179

—er<MAD/N

OVDE MATEHYALI

BODY MATERI

GOVDE HENGI

COL(

OPTiK
OPTIC

IP KODU

IP CODE

GIRIS GEHILIMI (V]

INPUT VOLTAGE

Aliminyum
Gri
Lens+Temperli Cam
IP66
IPEB
22'\[3
2720V A
.‘

>090 §

-0.90
>80



YUKSEK TAVAN PROJEKTORU

== NMADA TRON CIRCLE | jir say (eo prosecto —re=rMANADN

Fabrika ve Uretim alanlarinda, ylksek tavanlarda
farkli 151k acilar ile birgok sektdrde kullanilan TRON
CIRCLE; yiiksek enerji tasarrufu, bakim kolaylgi,
uzun 6mur, 1s glvenligi ve daha bircok konuda
avantaj saglamaktadir.

URUN KODU MONTAJ TIPI TUKETIMGUCU (W) | ARMATUR LUMENI (Im)  VERIMLILIK (Im/W) | RENK SICAKLIGI (°K)
PRODUCT CODE MOUNTING TYPE | CONSUMPTIONPOWER (W) | FIXTURE LUMEN (Im) EFFICIENCY (Im/W) | COLOR TEMPERATURE(®K)

SIVA USTU/KANCA

350116:00726 | A BSTIIAN 80 10400 130
35011600727 | e ol el | 100 13000 130
350116 00728 J'\g[}r;;i‘éfﬁé*gﬁ 120 15600 130 4000
ssorisnozzs | SALSTUKANCA 150 19500 130
35011600730 | 74 e e o | 170 22100 130

@330 mm

GOVDE MATERYALI | Aliiminyum

GOVDE RENGI | Siyah

133 mm

OPTIK | 60D/90D

IP KODU | IP65/IP66

GIRIS GERILIMI (V) | 220-240V AC

D (- Q) o) B L
__\_\__'_'_'_‘_// DIMMABLE 1 SAAT/HOUR 3 SAAT/HOURS
A
V | 1 | 1
000K 400K, 000K SEO0K

“ Opsiyonel renk sicakliklar igin satis sorumlusuna daniginiz.

GUC FAKTORU (Cos @) | >0,90/>0,98

RENKSEL GERI VERIM (CRI) | >80
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| LED SOKAK ARMATURU

STARWAY | LED STREET LUMINAIRE

[
|
Yol, cadde ve sokak aydinlatmasinda 6n planda -
olan STARWAY, vyiksek IP koruma sinifi ve
minimalist tasarimi ile LED teknolojisinin sagladig ' *‘ : ‘*
enerji tasarrufu sayesinde aydinlatma maliyetlerini \\(

oldukca diigtirmektedir.

With high IP protection class and minimalist
design, STARWAY is at the forefront of road and -

street lighting, reducing energy costs considerably NS
thanks to the energy savings provided by LED .
technology. i * ? *

URUN KODU GOVDE BOYUTU TUKETIM GUCU (W) ARMATUR LUMENI (Im) VERIMLILIK (Im/W)
IDE BO ZE | P FIXTURE LUME 1) EFFICI

300 mm

75 mm

- -

240 mm

GOVDE MATERYALI Alliminyum
BODY MATERIAL Aluminium
GOVDE RENGI | Gri
BODY COLOR Grey
OPTIK | Lens+Temperli Cam
OPTIC Lens+ Tempered Glass
IP KODU | IP66 S
IP CODE | IPG6 L —
GIRIS GERILIMI (V) | 220V AC
INPUT VOLTAGE | 220V AC
GUQ FAKTORU (Cos @) | >0,90
POWER FACTOR (Cos @) | >0,90
RENKSEL GERI VERIM (CRI) | >80
COLOR RENDERING INDEX (CRI) >80
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Yol, cadde ve sokak aydinlatmasinda 6n planda
olan STARWING, yuksek [P koruma sinifi ve
minimalist tasarimi ile LED teknolojisinin sagladigi
enerji tasarrufu sayesinde aydinlatma maliyetlerini
oldukca dugtrmektedir.

With high IP protection class and minimalist
design, STARWING is at the forefront of road and
street lighting, reducing energy costs considerably
thanks to the energy savings provided by LED
technology.

GOVDE MATERYALI
BODY MATERIAL

GOVDE RENGI
BODY COLOR

OPTIK
OPTIC

IP KODU
IP CODE

GIRIS GERILIMI (V)
INPUT VOLTAGE

GUC FAKTORU (Cos @)
POWER FACTOR (Cos @)

RENKSEL GERI VERIM (CRI)
COLOR RENDERING INDEX (CRI)

LED SOKAK ARMATURU
STARV\”NG LED STREET LUMINAIRE

|

I ¥

Altiminyum
Aluminium

Beyaz/Siyah
White/Black

Lens+Temperli Cam

Lens+ Tempered Glass

IP66
IPE6

220V AC
220V AC
>0,90
>0,90

>70

=70

PRO

URUN KODU (W)

ARMATUR LUMENI (Im)

CT CODE ( IMPTIC FIXTURE LUMEN (Im)

284 mm

>/ DIMMABLE U

sorumlusuna danigimz.

185

VERIMLILIK (Im/W)

120 mm

=S
== 3

===

—_———

RENK SICAKLIGI (°K)

V) EMPERA



BOYUT (cm)

—re=rMANADON

J“(,_

ARIA SET USTU

ARIA Set Ustl; bina cevresi, park ve
bahcelerde kullanilabilen alliminyum
govdeye sahip bir armatir. lsik
kaynagi E27 duy olarak dizayn edil-
mistir.  Farkli renk  secenekleri
mevcuttur.

URUN kobu 37010101082

TUKETIM 6UCU (W E 27 Duylu LED Ampul
CONSUMPTION P (J— E 27 LED Bulb

P SINIF

GOVDE MATERYALI Alminyu

“RIAL Allrminium

220-240V 50/60Hz

GIRIS GERILIMi (V)

GUC FAKTORU

< Lﬁ_J =

A R lA BOLLARD

Fermada ekibi tarafindan, yUrUgU}i
ollari i%in o0zel dizayn edilen ARI
ollard,Peyzaj Aydinlatmasi olarak
kullaniimaktadir. ~ Ayrica  Orlin
elektrostatik toz boyall aliminyum
govdeye ve IP65 koruma sinifina
sahiptir.

ORON KoDu 37010101083

TUKETIM GUCD (W)

I SINIF| IP65

GOVDE MATERYALI

MATERIAL

GIRIS GERILIMI (V) 290-240V 50/60Hz
INPUT VOLTAGE =

GUC FAKTORU

BOYUT (cm)

URUN KoDU

TUKETIM GUCO (W)

GOVDE MATERYALI

GUC FAKTORU

SET USTU, BOLLARD, DUVAR APLIGI
ARIA |ence Lich

DUVAR APLIGI
ARIA | waiL apuau

ARIA Duvar Tip Aplik. Bina cevresi,
kapi girisleri gibi  6zel kullanim
alanlarina sahiptir. Isik kaynag E27
duy olarak dizayn edilmistir. Farkl
renk secenekleri mevcuttur.

IP SINIF] P65

MATERIAL

GIRIS GERILIMI (V) 290-240V 50/60H7

o
oWy
[

EN BoY
s o

M 70N
L9

—re=rMANADN
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SET USTU

BELLA |

SET USTU BOLLAHD BAHCE AHMATUHLEHI

BELLA | rence g

BELLA Set Ustd; bina cevresi, park
ve  bahcelerde  kullanilabilen
aliminyum goévdeye sahip bir
armatir. Isik kaynagi E27 duy olarak
dizayn  edimistir.  Farkli  renk
secenekleri mevcuttur.

BELLA| aoLamo

Fermada ekibi tarafindan, yirlyus
yollari icin 6zel dizayn edilen BELLA
Bollard, Peyzaj Aydinlatmasi olarak
kullaniimaktadir.Ayrica Griin elektro-
statik toz boyal alliminyum govdeye
ve IP65 koruma sinifina sahiptir.

BELLA _BAHC’_.E AR_M;JUHU

Fermada ekibi tarafindan, yirGyus
ollarr icin 6zel dizayn edilen BEL
ahce Aydinlatma ArmatrQ olarak

kullaniimaktadir. ~ Ayrica  Grtn

elektrostatik toz boyall aliminyum
govdeye ve IP65 koruma sinifina

URUN KODU

[ 37010101086
370101 01087 (£

TUKETIM GcUCU (W)

CONSUMPTION POWER

ARMATUR LUMENI (Im) 1500

LUMEN 500

VERiMLIL]K (Im/W) 100

EFFICIE ¥

RENK SICAKLIGI (°K) CO0-E5

COLOR TEMPERATURE B2 ol esll

1P SINIFI e

IP CLASS P65

GOVDE MATERYALI Aldminyum

BODY MATERIAL Aluminium

GIRIS GERILIMI (V) 220-240V 50/60Hz

INPUT VOLTAGE adiE TRl W

GUC EAKTORU PEC > 05

POWER FACTOR
EN BOY

BOYUT (cm) MDTH HEIGH

DIMENSIONS e
12 55

BELLA

GIRIS GERILIMI (V)

INPUT VOLTAGE

GUC FAKTORU

TSl e PFC =45
POWER FACTOR

EN BOY
BOYUT (cm) WIDTH HEIGHT
DIMENSIONS 2 75

URUN KoDU 370101 01088
PRODUCT CODE i
TUKETIM GUCU (W) 15W SMD LED +
CONSUMPTIONPOWER | E27 DUY (Socket)
ARMATUR LOMENI (Im) 500

FIXTURE LUMEN b

VERIMLILIK (Im/W) 100

EFFICIENCY

RENK SICAKLIGI (°K n

COLOR TEMPERATL |(~ ) 3200-4500-6500
IP SINIFI Rn

IPCLASS IP65

GOVDE MATERYALI Allminyum
BODY MATERIAL Aluminium

220-240V 50/60Hz

sa hlptlr

NCY

' GIRIS GERILIMI (V)

INPUT VOLTAGE

CRiR ko0l 37010101089
PRODUCT CCDE -
TOKETIMGUCU (W) | 45
CONSUMPTION POWER 2
ARMATOR LOWENI (m) | 450
IXTURE LUM )
RIMLILIK (Im/W) 100

,R}f’ﬁ‘is.,‘ﬁf‘KL’G,'})_?‘) 3200-4500-6500
P SINF e
.GOVDE MATERYALI . Allminyum

ODY MATERIAL

Aluminium

220-240V 50/60Hz

Sl FAKTOR PEC> 95
OWER FACTOR
EN 80Y
BOYUT (cm) WIDTH HEIGH
DIMENSIONS 10XI5 200

—erMANAON




BOLLARD, BAHCE ARMATURLERI

—e=rMANAON

BOLLARD BAHGE ARMATURLERI
EVA |souan BV | antssson

Fermada ekibi tarafindan, yuriiyas yollari icin 6zel dizayn edilen EVA, Peyzaj Aydinlatmas! olarak kullaniimaktadir.
Ayrica (rlin elektrostatik toz boyal aliminyum gdvdeye ve IP65 koruma sinifina sahiptir.

ORON kobu

UL

URUN KODU

Cad Lk

TOKETIM GOCU (W) | TOKETIMGUCU W) | 35 s LED +30W CO

ARMATUR LOMENI (Im)
FINTIIRF | VEN

or AT
FIXTURE LUM

ARMATUR LUMENI (Im)
FIXTURE LUMEN
VERIMLILIK (Im/W) 100 VERIMLILIK (Im/W)
EFFICIENCY % EFFICIENCY >

RENK SICAKLIGI (°K)

LOR TEMPERATURE

RENK SICAKLIGI (°K) | 3200-4500-650(

IP SINIFI | IP SINIFI
GOVDE MATERVALI

I MATERIAL

GOVDE MATERYALI

GIRIS GERILIMI (V) GIRIS GERILIMI (V)

LY

GUC FAKTORU =

GUC FAKTOR0 Poee s
P RFACTOR

BOYUT (cm) BOYUT (cm)
DIMENSIONS 75 INS 815 200
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BOLLARD

0 D | N BOLLARD

Fermada ekibi tarafindan, ylriyids yollan icin ozel
dizayn edilen ODIN Bollard, Peyzaj Aydinlatmasi olarak
kullanlmaktadir. Ayrica driin elektrostatik toz boyali
aliminyum govdeye ve IP65 koruma sinifina sahiptir.

ODIN Bollard has specially designed by Fermada Team
and using as Landscape lighting. Moreover the body
has aluminium body with electrostatic powder coating
and IP65 protection class.

* URON KODU ' .
PRODUCT CODE 37010101094
TUKETIM GUCU (W) 15 WATT SMD LED

CONSUMPTION POWER

ARMATUR LUMENI (Im) 1500
FIXTURE LUMEN '

" VERIMLILIK (im/W) I
EFFICIENCY 100
RENK SICAKLIGI (°K) e
COLOR TEMPERATURE 3200-4500-6500
IP SINIFI :
IP CLASS P65
GOVDE MATERYALI Alaminyum
BODY MATERIAL Aluminium
" GIRIS GERILIMI (V) A
INPUT VOLTAGE By
GUC FAKTORU 2
POWER FACTOR PFC>95
EN I BOY
BOYUT (cm) | wom | HEGHT
DIMENSIONS 10410 75

192

BOLLARD, BAHGE ARMATURLERI

0 D | N BOLLARD, GARDEN POLE

BAHCE ARMATURU

O D | N | GARDEN POLE

Fermada ekibi tarafindan, yiruyis yollan igin ozel
dizayn edilen ODIN, Bahce Aydinlatma Armatiirli olarak
kullanilmaktadir. Ayrica Griin elektrostatik toz boyali
altiminyum gdvdeye ve IP65 koruma sinifina sahiptir.

ODIN Garden Pole Light has specially designed by

C
Fermada Team and using as Landscape lighting. More-

over the body has aluminium body with electrostatic

powder coating and IP65 protection class.

URON KODU P .
PRODUCT CODE S
TOKETIM GUCU (W) SEWSNDLED

CONSUMPTION POWER

ARMATOR LUMENI (im) | 35
FIXTURE LUMEN -

VERIMLILIK mW) | 109
EFFICIENCY

RENK SICAKLIGI (°K)

COLOR TEMPERATURE S200:4300-6500

IP SINIFI '
DA P65
GOVDE MATERYALI Alominyum
BODY MATERIAL Aluminium
GIRIS GERILIMI (V) = /
INPUT VOLTAGE 220-240V 50/60Hz
GUC FAKTORU '
POWER FACTOR PFC>95
EN ' BOY
BOYUT (cm) | WIDTH | HEIGHT
DIMENSIONS = 2%

m
m
e
m :
m
m
m
m
m
m
A
m
m
m
.m
]
= |

—

e Jenii
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URSULA iKiL.i.B:QLL;'Z\.H.D

Fermada ekibi tarafindan, yirlyls yollar icin ozel
dizayn edilen URSULA 2'li Bollard, Peyzaj Aydinlatmasi
olarak kullaniimaktadir. Ayrica Uriin elektrostatik toz
boyall aliminyum govdeye ve IP65 koruma sinifina
sahiptir.

| ARMATOR LOMENI (Im)
Fi LL

VERIMLILIK (Im/W)
- RENK SICAKLIGI (°K)

IP SINIFI

BOYUT (cm)

IKiLi BOLLARD, iKiLi BAHGE ARMATURLERI

URSULA | rwivsotaro

IKiLi BAHCE ARMATURLERI
URSULA | 1win caroen ro

Fermada ekibi tarafindan, yuruyus yollan icin &zel
dizayn edilen URSULA, Bahce Aydinlatma Armaturi
olarak kullaniimaktadir. Ayrica iriin elektrostatik toz
boyal alliminyum gdvdeye ve IP65 koruma sinifina
sahiptir.

BOYUT (cm)

195




SET USTU

REA |eence Lk

REA Set Ustl; bina cevresi, park ve
bahcelerde kullanilabilen aliminyum
govdeye sahip bir armatir. lsik
kaynagi E27 duy olarak dizayn edilm-
istir. Farkli renk secenekleri mevcut-
tur.

| TUKETIM GUCU (W)

" ARMATOR LOMENI (Im) | 100

HEA |t

Fermada ekibi tarafindan, yarlyd

Eollarl icin ozel dizayn edilen RE

ollard, Peyzaj Aydinlatmasl olarak
kullanlmaktadir. ~ Ayrnica  Uriin
elektrostatik toz boyall aliminyum
govdeye ve IP65 koruma sinifina
sahiptir.

URUN KODU

PRODUCT CODE 3701010101 (G

CONSUMPTION POWER

FIXTURE LUMEN

POWER FACTOR

BOYUT (cm)

DIMENSIONS

URUN KODU
PRODUCT CODE
| TUKETIM GUCU (W R
T o C (W) | 10W COBLED + GIO DUY/Socket
ARMATOR LUMENI (Im) | 15
FIXTURE LUMEN et
VERIMLILIK (Im/W) 50
EFFICIENCY e
| s
GOVDE MATERYALI Aluminyum
BODY MATERIAL Aluminium
GIRIS GERILIMI (V) Sa A EO ok
INPUT VOLTAGE el TS o
UG FAKTORU T

EN BOY
WIDTH HEIGHT
19 50

POWER FACTOR

BOYUT (cm)

DIMENSIONS

| VERIMLILIK (Im/W) o
EFFICIENCY =
ek P65
| GOVDE MATERYALI | Aluminyum
BODY MATERIAL Aluminium
GIRIS GERILMICY) | 290-240v 50/60Hz
GUC FAKTORU e

EN BOY
IDTH HEIGHT
19 75

TOW COB LED + GIO DUY/Socket

| ARMATOR LOMENI (im) |

T USTU, BOLLARD, BAHGE ARMATURLERI

REA 1)

BAHGE ARMATURLERI

REA GARDEN POL

Fermada ekibi tarafindan, yUrUEU§
ollart icin 6zel dizayn edilen REA
ahce Aydinlatma Armatirl olarak
kullaniimaktadir. ~ Aynca  Urln

elektrostatik toz boyall aliminyum

govdeye ve IP65 koruma sinifina
sahiptir.

D

3701010102

URON KoDU

PRODUCT CODE

TUKETIM GOCU (W)

CONSUMPTION POWER

25W COBLED

EIXTURE LUMEN 2500
Do [
. RENK SICAKLIGI (°K)

COLOR TEMPERATURE

I SIFI

" GOVDE MATERYALI

BODY MATERIAL

GIRIS GERILIMI (V)

3200-4500-6500

IP&5

AlUminyurm
Aluminium

220-240V 50/60Hz

INPUT VOLTAGE
GUC FAKTORD PFC > 95
POWER FACTOR

EN BOY
BOYUT (cm) WIDTH _ HEIGHT
DIMENSIONS 77 200
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KRONOS ‘o

Fermada ekibi tarafindan, yirlyls yollan icin 6zel
dizayn edilen KRONOS Bollard, Peyzaj Aydinlatmasi
olarak kullaniimaktadir. Aynica Uriin elektrostatik toz
boyall aluminyum gdvdeye ve IP65 koruma sinifina
sahiptir.

KRONI

R e |
leam ana us
|

body has aluminium body

. Det
41 and IPRE
aling ana (ro.

ORUN KODU 37010101103
PRODUCT LODE
TUKETIM GOCU (w) W AR E
CONSUMPTION POWER 1SWCOBLED
ARMATOR LUMENI (Im) 1500
FIXTURE LUMEN
VERIMLILIK (Im/W 1
EFFICIENCY Ll e
. RENK SICAKLIGI (°K 2 P
COLOR TEiv‘-PE!?L‘."LZEéE ) $200-4500-6500
IP SINIFI s
P CLASS P65
GOVDE MATERYALI Aldminyum
BODY MATERIAL Aluminium
GIRIS GERILIMI (V) Moo dol SO
INPUT VOLTAGE = : s
" GUG FAKTORU o
POWER FACTOR i =
EN BOY
BOYUT (cm) WIDTH HEIGHT
DIMENSIONS 1212 75

198

BOLLARD, BAHGE ARMATURLERI

KH 0 N O S | BOLLARD, GARDEN POLE

KRONOS BARCE :D«HHI.\_ML«TUHLEHi

Fermada ekibi tarafindan, yirlyis yollar igin 6zel
dizayn edilen KRONQS, Bahce Aydinlatma Armatiiri
olarak kullaniimaktadir. Ayrica Urlin elektrostatik toz
boyall aliminyum godvdeye ve IP65 koruma sinifina
sahiptir.

URON KODU [
PRODUCT CODE SVLONGA
TUKETIM GUCOU (W) OW CO
CONSUMPTION POWER S0V COBLED
ARMATUR LOMENI (Im) "

FIXTURE LUMEN 3000
VERIMLILIK (Im/W) 00

EFFICIEMCY

RENK SICAKLIGI (°K)
COLOR TEMPERATURE
IP SINIFI

IPCLASS

GOVDE MATERYALI

BODY MATERIAL

3200-4500-6500

P65

Aldminyurn
Aluminium

GIRIS GERILIMI (V) e ot
INPUT VOLTAGE e 0
GUC FAKTORU —
POWER FACTOR =Ed

EN BOY
BOYUT (cm) WIDTH JEIGHT
DIMENSIONS 15x15 200




BOLLARD
== AMA DA CARNA-ASIA {0l

CARNA oo AG|A | BOLLARD

Fermada ekibi tarafindan, yirlyis yollan igin dzel Fermada ekibi tarafindan, yiriyis yollar icin 6zel
dizayn edilen CARINA Bollard, Peyzaj Aydinlatmasi dizayn edilen ASIA Bollard, Peyzaj Aydinlatmasi olarak
olarak kullaniimaktadir. Ayrica {rlin elektrostatik toz kullaniimaktadir. Aynca (riin elektrostatik toz boyall
boyall aliminyum gdvdeye ve IP65 koruma sinifina aluminyum govdeye ve IP65 koruma sinifina sahiptir.
sahiptir.

am and using as Lanc

has aluminium bod\

DrONKoDU 37010101105 BRONKODY 37010101106
TOKETIM GOCO (W) o TUKETIM GOCU (W) i
CONSUMPTION POWER CONSUMPTION POWER 2
ARMATUR LOMENI (M) | 1, ARMATOR LOMENI (m) | 5,150
FIXTURE LUMEN o FIXTURE LUMEN i
VERIMLILIK (Im/W) %0 VERIMLILIK (Im/W) 0
EFFICIENCY EFFICIENCY

| RENKSICAKLIGI CK) | 200n.ec ' | RENKSICAKLIGICK) | zpnn.ecnn
SOLOR TEPEAATIRE SGak COLOR TEVBERATURE " 30006500
1P SINIFI P65 [P SINIFI P65
IP CLASS IPCLASS
GOVDE MATERYALI GOVDE MATERYALI Alominyum
BODY MATERIAL BODY MATERIAL Aluminium
el SERK MITD 220-240V 50/60Hz SiRls qu My 220-240V 50/60Hz
NPUT VOLTAGE - INPUT VOLTAGE i

| GUC FAKTORD [Geoms ' ' GUC FAKTORD | prc>os
POWER FACTOR = = POWER FACTOR : =

EN ' BOY ' ' EN BOY

BOYUT (cm) WIDTH | HEIGHT _ BOYUT (cm) WIDTH . HEIGHT
DIMENSIONS 5 20 DIMENSIONS 28 100

200




DAPHNE-ATE BULLHPD

BOLLARD BOLLARD = / - : :
» e e A e S s . T - R N
DAPHNE  go1iamn ATE | goriaro N =y VI - R
Fermada ekibi tarafindan, yuriyis yollar icin ozel Fermada ekibi tarafindan, yirlyis yollan igin &zel L
dizayn edilen DAPHNE Bollard, Peyzaj Aydinlatmasi dizayn edilen ATE Bollard, Peyzaj Aydinlatmasi olarak T— e
- - ——

olarak kullaniimaktadir. Ayrica Uriin elektrostatik toz kullaniimaktadir. Aynca Urlin elektrostatik toz boyall
boyall aliminyum govdeye ve IP65 koruma sinifina aliminyum goévdeye ve IP65 koruma sinifina sahiptir.
sahiptir.

URON KODU [ 5 RON KODU

| ARMATOR LUMENI (im)
VERIMLILIK (Im/W)

| RENKSICAKLIGICK) | 2000.4500.65 | RENK SICAKLIGI (°K)

GOVDEMATERYALI | Aln | GOVDE MATERYALI

i_S L_l}!l V)

GUC FAKTORU . D GUC FAKTOR

BOYUT (cm) I | BOYUT (cm)

203




TUNA ACIL AYDINLATMA ARMATURU
EMERGENCY LIGHTING LUMINARIE

* Tek veya cift yiiz

* Aliminyum eloksal gévde

* Polikarbon yan kapak ve aski tiji

* SMD LED uygulamasi

* Yesil LEDli batarya sarj géstergesi

* Acil durum test butonu

* Yuksek sicakliga dayanikli, endistriyel tip Ni-Cd batarya
* Batarya asir sarj ve desar| korumasi

* Serigrafili seffaf pleksiglas

* Yandan aydinlatmali

* Tavana, duvara veya asma tavana uygulama

* [stege bagl 110 VAC uyumlulugu

* |stede bagh metal aski yada kanca secenekleri

* Single or double surface

* Aluminum eloxal body

* Polycarbonate side cover cap and pendant rod
* SMD LED application

* Battery charge indicator with green LED

* Emergency test button

* High temperature resistant, industrial type Ni-Cd battery
* Battery overcharge and discharge protection
* Transparent plexiglass with serigraphy

* Edge lighting

* Mounting to ceiling, wall or suspended ceiling
* Optional 110 VAC compatibility

* Optional metal hanger or hook options

204

URON KODU
DE

44 mm
e

B4 mm

bsi. E‘? @ CE rYus

205

ARMATUR LUMENI (Im)

RE LUMEN (Irm)

RENK SICAKLIGI (°K)




| ACIL AYDINLATMA ARMATURU
RINA

| EMERGENCY LIGHTING LUMINARIE — E m M f&\”‘% D fﬁ%

TUKETIM GUCU (W) ARMATUR LOMENI (Im) ' RENK SICAKLIGI (°K)
ki IWER (W) XTURE LU ) { OR TEM JR }

@100 mm

* SMD POWER LED uygulamasi * SMD POWER LED application

* Uzun LED 6mri (50.000 saat) * Long LED life (50,000 hours)

* Disuk sebeke voltajinda acil duruma gecme * Emergency switching to low mains voltage

* Acil durumda 3 saat calisma siiresi * 3 hours working time in case of emergency e |

* Yesil LEDli durum gdstergesi * Status indicator with green LED = AOMERCU LMY RXETRIE S M ik Al
* Acil durum test butonu * Emergency test button '
* Yiksek sicakliga dayanikh, endiistriyel tip Ni-Cd batarya | * High temperature, industrial Ni-Cd battery

* Batarya agirl sarj ve desar) korumasi * Battery over-charge and discharge protection

* Polikarbonat gdvde * Polycarbonate housing

* Siva alti kullanima uygun * Suitable for flush mounted -

* Asimetrik lensli i * Asymmetric lens bsi. @V C€ atus 0 .

* Opsiyonel - Simetrik lens uygulamasi * Optional - Symmetrical lens application

* Opsiyonel — Siva iistii uygulama * Optional - Surface mounted application ; nik ve E 2 fonksiyon udur.
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ACIL AYDINLATMA ARMATURU

TETHA PW3 EMERGENCY LIGHTING LUMINARIE

ARMATUR LUMENI (Im)
FIXTURE LUMEN (Im)

URUN KODU
PRODUCT CODE

* 180 derece yon ayarh LED far

* SMD Power LED uygulamasi

* Uzun LED 6mri (30.000 saat)

* Digtik sebeke voltajinda acil duruma gegcme
* Acil durumda 3 saat galigma siresi

* Yesil LED'li batarya sarj gdstergesi

* Acil durum test butonu

* Bakim gerektirmeyen Kurgun Asit Akl

* Akil agin sarj ve desarj korumasi

* Sabit gerilimli, akim korumal sarj devresi
* Duvara montaj imkani

* ABS gdvde

* |stede bagh 110 VAC uyumlulugu

* LED headlight with 180 degree direction adjustment
* SMD Power LED application

* Long LED life (30,000 hours)

* Emergency switching to low mains voltage

* 3 hours working time in case of emergency

* Battery charge indicator with green LED

* Emergency test button

* Maintenance Free Lead Acid Battery

* Battery overcharge and discharge protection

* Constant voltage, current-protected charging circuit
* Wall mounting

* ABS housing

* Optional 110 VAC compatibility

AL

E% ce n¥iis lﬁ]

209

LOMINOUS INTENSITY DISTRIBUTION DIAGRAM




* ¢ ve dis mekanda kullanim

* Polikarbon gévde ve cam

* Etan] armatir sinifinda

* SMD LED uygulamasi

* Yiksek eneri tasarrufu

* Uzun LED omri (50.000 saat)

* Dugtk sebeke voltajinda acil duruma gegme

* Acil durumda 3 saat galigma siresi

* Yesil LED'li sarj gostergesi

* Acil durum test butonu

* Yiksek sicaklida dayanikl, endistriyel tip Ni-Cd batarya
* Batarya agin sarj ve desarj korumasi

* Duvara, tavana veya asma tavana montaj imkani
* [stege bagl 110 VAC uyumlulugu

| ACIL AYDINLATMA ARMATURU

SOMON XLEDZ EMERGENCY LIGHTING LUMINARIE

* Indoor and outdoor use

* Polycarbonate body and glass

* Waterproof luminaire class

* SMD LED application

* High energy saving

* Long LED Iife {50,000 hours)

* Emergency switching to low mains voltage

* 3 hours working time in case of emergency

* Charge indicator with green LED

* Emergency test button

* High temperature resistant, industrial type Ni-Cd battery
* Battery overcharge and discharge protection

* Possibility to mount on wall, ceiling or suspended ceiling
* Optional 110 VAC compatibility
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YMB TEKNOLOJIK URUNLER PAZARLAMA SAN. TIC. A.S,, Grtnlerin model, fiyat, teknik 6zellik, donanim ve renklerinde degisiklik yapma hakkini sakli tutar. Urtnlerimizde verilen teknik
bilgiler farklilik gdsterebilir. Katalogta kullanilan gérsellerin ofset, 3d, tipografik vb hatalari YMB TEKNOLOJIK URUNLER PAZARLAMA SAN. TIC. A.S'i baglayici degildir. Baskidan kaynakla-
nabilecek goérsel farkliliklardan YMB TEKNOLOJIK URUNLER PAZARLAMA SAN. TIC. A.S sorumlu degildir. Urtinlerin goérselleri YMB TEKNOLOJIK URUNLER PAZARLAMA A .S’e aittir.
izinsiz kopyalanamaz, Uretilemez, cogaltilamaz. Bunlarin tespiti halinde YMB TEKNOLOJIK URUNLER PAZARLAMA SAN. TIC. A.S. yasal islem baslatma hakkina sahiptir.

YMB TEKNOLOJIK URUNLER PAZARLAMA SAN. TIC. A.S. have rights to reserve to make any changes in the models, prices, specifications, equipment and product colors. Technical
information can be discrepancies which are stated in product’s datasheets. Offsets, 3Ds, Typographies etc will be non-binding. Visual image differences due to printing, YMB TEKNOLO-
JIK URUNLER PAZARLAMA SAN. TIC. A.S. will not have any responsibility. Product’s visualizations belong to YMB TEKNOLOJIK URUNLER PAZARLAMA SAN. TIC. A.S. Catalogue cannot
be copied, produced and replicated. If any illegal actions can taken by any third parties, YMB TEKNOLOJIK URUNLER PAZARLAMA SAN. TIC. A.S. have right to initiate legal actions



